
INVITATION FOR BIDS 

FOR

REMOVAL AND REPLACEMENT OF 

SHOWERS AND TUBS AT GUSTE III

IFB No. 24-912-12

SUBMISSION DATE: TUESDAY, JANUARY 16, 2024

2:00 P.M. CST

PREPARED BY:

Housing Authority of New Orleans 
Procurement and Contracts Department 

4100 Touro Street
New Orleans, LA 70122

ISSUED:  DECEMBER 12, 2023



INVITATION FOR BIDS (IFB) No. 24-912-12 Removal and Replacement of Showers and Tubs at Guste III

HOUSING AUTHORITY OF NEW ORLEANS, LA

Table of Contents
[Table No. 1] 

Section Description
1.0 IFB Information at a Glance and The Agency’s Reservation of Rights
2.0 Scope of Work

2.1 General Requirements (See Appendix A for Technical Specifications)
3.0 Bid Requirements

3.1 Bid Submittals
3.2 Entry of Proposed Fees 
3.3 Additional Information pertaining to the preceding listed Pricing Items 
3.4 Submission Responsibilities
3.5 Bidder’s Responsibilities — Contact with the Agency 
3.6 Bidder’s Responsibilities — Equal Employment Opportunity and Supplier Diversity

3.7 Pre-bid Conference 
3.8 Recap of Attachments
3.9 Bid Results

4.0 Contract Award
4.1 Contract Award Procedure
4.2 Contract Conditions 
4.3 Contract Period 
4.4 Licensing and Insurance Requirements
4.5 Contract Service Standards
4.6 Prompt Return of Contract Documents

5.0 Index of Tables 
6.0 Appendix A and B (Technical Specifications, and Drawings) 
7.0 Referenced Attachments 



INVITATION FOR BIDS (IFB) No. 24-912-12 Removal and Replacement of Showers and Tubs at Guste III

HOUSING AUTHORITY OF NEW ORLEANS, LA

*IFB INFORMATION AT A GLANCE
[Table No. 2]

AGENCY CONTACT PERSON Thelma Bowers, Contract Administrator 
Telephone: (504) 670-3448 
E-mail: tbowers@hano.org

HOW TO OBTAIN THE IFB DOCUMENTS 
AND ADDENDA ON HANO’S WEBSITE 

1. Access www.hano.org.
2. Click on the “Business” tab on the blue taskbar.
3. Click on “Active Solicitations” and go to the

specific solicitation. 
4. If you have any problems accessing the IFB

documents, please contact Procurement at
procurement@hano.org.

PRE-BID CONFERENCE/SITE VISIT Thursday, January 4, 2023, at 10:30am (via Zoom; 
Meeting ID: 825 3957 7132 Passcode: 184454) 
A site visit can be arranged by contacting the 
Construction Manager, Langston Ford 504-670-3324, 
email: lford@hano.org.

QUESTION SUBMITTAL DEADLINE Friday, January 5, 2024, at 12:00 (noon) 
HOW TO FULLY RESPOND TO THIS IFB BY 
SUBMITTING A BID SUBMITTAL 

1. As directed within Section 3.2.1 of the IFB
document, submit proposed pricing, where 
provided for, within the IFB. 

2. As instructed within Section 3.0 of the IFB
document, deliver three (3) complete sets (one (1) 
original clearly marked or stamped “original” 
and two (2) copies) of the required submittals in 
a sealed envelope clearly marked with the words 
“BID Documents” to HANO’s Procurement and 
Contracts Department (address below).

BID SUBMITAL RETURN & DEADLINE Tuesday, January 16, 2024, at 2:00pm 
Housing Authority of New Orleans 
Procurement and Contracts Department 
4100 Touro Street, New Orleans, LA 
70122

1.0 THE AGENCY’S RESERVATION OF RIGHTS. The Agency reserves the right to: 

1.1 Right to Reject, Waive, or Terminate the IFB. Reject any or all bids, to waive any informality 
in the IFB process, or to terminate the IFB process at any time, if deemed by the Agency to be 
in its best interests. 

1.2 Right to Not Award. Not to award a contract pursuant to this IFB. 

1.3 Right to Terminate. Terminate a contract awarded pursuant to this IFB, at any time for its 
convenience upon 10 days’ written notice to the successful bidder(s). 
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1.4 Right to Determine Time and Location. Determine the days, hours, and locations that the 
successful bidder(s) shall provide the services called for in this IFB. 

1.5 Right to Retain Bids. Retain all bids submitted and not permit withdrawal after bid opening 
and without the written consent of HANO’s Contracting Officer (CO). 

1.6 Right to Negotiate. Negotiate with the apparent, low bidder 

1.7 Right to Reject Any Bid. Reject and not consider any bid that does not meet the requirements 
of this IFB, including but not necessarily limited to incomplete bids and/or bids offering 
alternate or non-requested services. 

1.8 No Obligation to Compensate. Have no obligation to compensate any bidder for any costs 
incurred in responding to this IFB. 

1.9 Right to Prohibit. At any time during the IFB or contract process to prohibit any further 
participation by a bidder or reject any bid submitted that does not conform to any of the 
requirements detailed herein. 

1.10 Right to Reject – Obtaining Competitive Solicitation Documents. HANO’s website and 
Procurement Staff are the only official and appropriate means to obtain the IFB documents 
(and any other information pertaining to this IFB such as addenda). Accordingly, by 
submitting a response to this IFB the respondent thereby affirms that he/she obtained all 
information on the website. 

2.0 SCOPE OF WORK 

HANO is seeking sealed bids from licensed General Contractors to complete removal and 
replacement of tubs and a shower at the Guste III housing community. The scope includes removing 
Eleven (11) Tubs and One (1) all-in-one shower tub surround, necessary drywall to remove tub and 
shower and all drywall behind the tub surround, add blocking for grab bars, treat rough lumber for 
microbial growth, replace tub valves, all necessary plumbing, and replace tub with a new Bootz Maui 
Porcelain-Enamel Steel Tub set in a mortar bed with cultured marble surrounds. 

 THE BASE BID 

 2.1    GENERAL REQUIREMENTS: The Contractor shall complete repairs as indicated in Appendix A and 
Appendix B. Summary of Work can be found in Appendix A.  Technical Specifications can be 
found in Appendix B.  

3.0 BID REQUIRMENTS. 

3.1 BID SUBMITTALS 

[Table No. 3]
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(1) 
IFB
Section 

(3)

Description 

3.1.1 Form of Bid. This Form must be fully completed, executed where 
provided thereon and submitted as a part of the bid submittal.
(REQUIRED)

3.1.2 Form HUD 5369-A (8/93), Certifications and Representations of 
Bidders, Construction Contract. This Form is attached hereto as 
Attachment B to this IFB document. This form must be fully 
completed, executed where provided thereon and submitted under 
this tab as a part of the bid submittal. Attachment E(REQUIRED) 

3.1.2.1 Form HUD SF-LLL Disclosure of Lobbying Activities. This Form
is attached hereto as Attachment B-1 to this RFP document. This 
form must be fully completed, executed where provided thereon 
and submitted under this tab as a part of the bid submittal.
(REQUIRED)

3.1.2.2 Form HUD-50071 Certification of Payments to Influence Federal
Transactions This Form is attached hereto as Attachment B-2 to 
this IFB document. This form must be fully completed, executed 
where provided thereon and submitted under this tab as a part of
the bid submittal. (REQUIRED)

3.1.2.3 Form HUD-50070 Certification for a Drug-Free Workplace This
Form is attached hereto as Attachment B-3 to this RFP document. 
This form must be fully completed, executed where provided 
thereon and submitted under this tab as a part of the bid 
submittal. (REQUIRED)

3.1.3 Profile of Firm Form. The Profile of Firm Form is attached hereto 
as Attachment C to this IFB document. This 2-page Form must be 
fully completed, executed, and submitted as a part of the bid 
submittal. (REQUIRED)

3.1.4 Equal Employment Opportunity/Supplier Diversity Policy & 
Statement. The bidder must submit a copy of its Equal 
Opportunity Employment Policy and a complete description of the 
positive steps it will take to ensure compliance, to the greatest 
extent feasible, with the regulations detailed within the following 
Section 3.6 herein pertaining to supplier diversity (i.e., small, 
minority-, and women-owned businesses). This statement MUST 
be submitted on the Company’s letterhead. (REQUIRED) 

3.1.5 Acknowledgement of Addenda. Please check HANO’s website 
under “Business” and “Active Solicitations” to confirm that you 
have read and acknowledged in writing all addenda issued and 
submit your acknowledgment of each addendum on Attachment 
H. (REQUIRED)

3.1.6 Entry of Proposed Fees, Louisiana Uniform Public Work Bid Form 
This bidder must submit their proposed fees on this form. The total 
base bid is inclusive of all fees associated with this project. 
Attachment Q. 
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3.1.7 Certification of Contractor Non-Exclusion Attachment E

3.1.8 Subcontractor/Joint Venture Information. The bidder shall 
identify whether or not he/she intends to use any subcontractors 
for this job, if awarded, and/or if the bid is a joint venture with 
another firm. Please remember that all information required from 
the bidder under the preceding submittals must also be included 
for any major subcontractors (10% or more) or from any joint 
venture. (If you do NOT plan to sub-contractor, include your 
statement on letter head and include in bid submittal) 

3.1.10 Vendor Registration Form Attachment M

3.1.11 Bid Bond. All bids must be accompanied by a bid guarantee at the 
time of submission, which shall be in the form of a certified check, 
cashier’s check, or bid bond for not more than five percent of the 
contract price of work to be done, as evidence of good faith of the 
bidder. (REQUIRED) Attachment G

3.1.12 Statement of Bidder’s Qualifications. This form must be 
submitted as a contributor to determining whether the bidder is 
responsible. (REQUIRED) Attachment P 

3.1.13 Corporate Resolution. This form or a similar form must be 
submitted authorizing the signature of the bidder on behalf of the 
business. (REQUIRED) Attachment L

3.1.14 Section 3 Preference Form Attachment (N) completed form 
required.

3.2 Entry of Proposed Fees. 

3.2.1 A lump sum fee shall be submitted on the Louisiana Uniform Public Work Bid 
Form only (Attachment Q). This form must bear an original signature. Do not refer 
to any of your fees or costs on other submittals. 

3.2.2 Pricing Items. The base bid is all-inclusive of the lump sum work for all related costs 
that the successful bidder will incur to provide the noted goods and services, 
including, but not limited to employee wages and benefits; clerical support; 
overhead; profit; licensing; insurance; materials; supplies; tools; equipment; long 
distance telephone calls; travel expenses; document copying not specifically 
agreed to by the Agency; etc. 

Bidders shall visit the project site prior to submitting a bid to familiarize 
themselves with the project.  By submitting a bid, bidders acknowledge that they 
have visited the project site and are completely familiar with existing conditions 
and the full Scope of Work.  Failure to properly assess the full Scope of Work will 
not be cause for an increase in the Contract Price and/or Time.   
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[Table No. 4] 

(1)
IFB Section

(2)
Designation:

(3)
Unit Price

(4)
Quantity 

(8) 
Total Cost:

Appendix A & B Lump Sum Cost for 
Removal and 

replacement of tubs 
at Guste III

Total Base Bid $

3.3 Additional Information pertaining to the preceding listed Pricing Items. 

3.3.1 Manufacturer/Brand Names. Wherever HANO specifies the name of a certain 
brand, make, manufacturer, or uses a definite specification, they are used only to 
denote the quality standard of product desired, and they do not restrict bidders to 
the specific brand, make, manufacturer, or specification named. They are used 
only to set forth and convey to prospective bidders the general style, type, 
character, and quality of product desired. Equivalent products may be acceptable. 

3.3.2 Price Escalation. Pertaining to the ensuing contract, there shall be no escalation 
of the proposed unit costs allowed at any time during the awarded contract. 

3.3.3 Prior Approval Required. Please note that the successful bidder shall NOT 
conduct any additional work without the prior written authorization of the 
Agency representative (which will occur, at the Agency’s discretion, via delivery 
of a Notice to Proceed and/or a signed Change Order, which may take the form 
of an e-mail). Failure to abide by this directive shall release the Agency of any 
obligation to pay the successful bidder for any work conducted without the noted 
prior written authorization. 

3.3.4 No Deposit/No Retainer. The Agency will NOT pay any retainer fees as a result 
of award of the ensuing contract. This means that the Agency will pay the 
successful bidder for actual work performed only and pertaining to the fixed fee 
Pricing Item. 

3.4 Bid Submission. All submittals must be submitted in a sealed enclosure and all bids must 
be submitted and time-stamped received in the designated Agency office by no later than 
submittal deadline stated herein (or within any ensuing addendum). A total of 1 original 
signature copy (marked "ORIGINAL") and 2 copies of the “hard copy” bid submittal, shall 
be placed in a sealed package, and addressed to: 

Housing Authority of New Orleans 
Procurement and Contracts Department Attn: 

Thelma Bowers, Contract Administrator  
4100 Touro Street 

New Orleans, Louisiana 70122 
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3.4.1 Exterior of Submittal Package. The package exterior must clearly denote the 
above noted IFB number and must have the bidder’s name, return address, state 
of Louisiana Contractor’s License number and date and time bids are due. Bids 
received after the published deadline will not be accepted. Bids that do not have 
the required information on the outside of the bid package will not be accepted.

3.4.2 Submission Conditions. DO NOT FOLD OR MAKE ANY ADDITIONAL 
MARKS, NOTATIONS OR REQUIREMENTS ON THE DOCUMENTS TO BE 
SUBMITTED! Bidders are not allowed to change any requirements or forms 
contained herein, either by making or entering onto these documents or the 
documents submitted any revisions or additions; and if any such additional 
marks, notations or requirements are entered on any of the documents that are 
submitted to the Agency by the bidder, such may invalidate that bid. If, after 
accepting such a bid, the Agency decides that any such entry has not changed the 
intent of the bid that the Agency intended to receive, the Agency may accept the 
bid and the bid shall be considered by the Agency as if those additional marks, 
notations or requirements were not entered on such. By accessing and 
downloading these documents, each prospective bidder that does so is thereby 
agreeing to confirm all notices that the Agency delivers to him/her as instructed, 
and by submitting a bid, the bidder is thereby agreeing to abide by all terms and 
conditions published herein and by addendum pertaining to this IFB. 

3.4.3 Submission Responsibilities. It shall be the responsibility of each bidder to be 
aware of and to abide by all dates, times, conditions, requirements and 
specifications set forth within all applicable documents issued by the Agency, 
including the IFB document, the documents listed within the following Section 
3.8 herein, and any addenda and required attachments submitted by the bidder. 
By virtue of completing, signing, and submitting the completed documents, the 
bidder is stating his/her agreement to comply with all conditions and 
requirements set forth within those documents. Written notice from the bidder 
not authorized in writing from HANO to exclude any of the Agency requirements 
contained within the documents may cause that bidder to not be considered for 
award. 

3.5 Bidder’s Responsibilities — Contact with the Agency. It is the responsibility of the bidder 
to address all communication and correspondence pertaining to this IFB process to the 
Procurement staff only. Bidders must not make inquiry or communicate with any other 
Agency staff member or official (including members of the Board of Commissioners 
pertaining to this IFB. Failure to abide by this requirement may cause for the Agency to not 
consider a bid submittal received from any bidder who may not have abided by this 
directive. 

3.5.1 Addenda. All questions and requests for information must be addressed in 
writing to Thelma Bowers, Contract Administrator, at procurement@hano.org. 
Procurement will respond to all such inquiries in writing by addendum to all 
prospective bidders (i.e., firms or individuals that have obtained the IFB 
Documents). Bidders must provide written acknowledgement of addenda with 
their submissions. 
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3.6 Bidder’s Responsibilities — Equal Employment Opportunity and Supplier Diversity. 
Both the Contractor and the Agency have, pursuant to HUD regulation, certain 
responsibilities pertaining to the hiring and retention of personnel and subcontractors. 

3.6.1 Within 2 CFR §200.321 it states:

3.6.1.1 Contracting with small and minority businesses, women's business 
enterprises, and labor surplus area firms. 

3.6.1.2 (a) The Non-Federal entity must take all necessary affirmative steps to
assure that minority businesses, women's business enterprises, and
labor surplus area firms are used when possible.

3.6.1.3 (2) Affirmative steps must include:

3.6.1.3.1 (1) Placing qualified small and minority businesses and
women's business enterprises on solicitation lists.

3.6.1.3.2 (2) Assuring that small and minority businesses, and
women's business enterprises are solicited whenever
they are potential sources.

3.6.1.3.3 (3) Dividing total requirements, when economically
feasible, into smaller tasks or quantities to permit
maximum participation by small and minority business,
and women's business enterprises.

3.6.1.3.4 (4) Establishing delivery schedules, where the
requirement permits, which encourage participation by
small and minority business, and women's business
enterprises.

3.6.1.3.5 (5) Using the services and assistance, as appropriate, of
such organizations as the Small Business
Administration and the Minority Business
Development Agency of the Department of Commerce;
and

3.6.1.3.6 (6) Requiring the prime contractor, if subcontracts are
to be let, to take the affirmative steps listed in
paragraphs (1) through (5) of this section.

3.6.2 Within HUD Procurement Handbook 7460.8 REV 2 it states: 

3.6.2.1 Section 15.5.A, Required Efforts. Consistent with Presidential Orders 
11625, 12138, and 12432, the <Agency> shall make every effort to 
ensure that small businesses, MBEs, WBEs, and labor surplus area 
businesses participate in <Agency> contracting. 
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3.6.2.2 Section 15.5.B, Goals. <The Agency> is encouraged to establish goals 
by which they can measure the effectiveness of their efforts in 
implementing programs in support of . . . contracting with 
disadvantaged firms. It is important to ensure that the means used to 
establish these goals do not have the effect of limiting competition and 
should not be used as mandatory set-aside or quota, except as may 
otherwise be expressly authorized in regulation or statute. Some 
localities have adopted minority contracting set-aside policies or 
geographic limitations, which may be in conflict with Federal 
requirements for full and open competition. 

3.6.3 Within HANO’s Procurement Policy it states that our Agency will:

3.6.3.1 Assistance to Small and Other Business, Required Efforts:

3.6.3.1.1 Including such firms, when qualified, on solicitation 
mailing lists. 

3.6.3.1.2 Encouraging their participation through direct 
solicitation of bids or bids whenever they are potential 
sources. 

3.6.3.1.3 Dividing total requirements, when economically 
feasible, into smaller tasks or quantities to permit 
maximum participation by such firms. 

3.6.3.1.4 Establishing delivery schedules, where the 
requirement permits, which encourage participation 
by such firms. 

3.6.3.1.5 Using the services and assistance of the SmallBusiness 
Administration, and the Minority Business 
Development Agency of the Department of Commerce; 
and, 

3.6.3.1.6 Requiring prime contractors, when subcontracting is 
anticipated, to take the positive steps listed above. 

3.6.4 Requirements. Accordingly, please see HANO’S Employment, Training, and 
Contracting Policy attached which details the information pertaining to this issue 
that the bidder must submit in response to this bid showing compliance, to the 
greatest extent feasible, with these regulations. 

3.7 Pre-bid Conference. A pre-bid conference is scheduled for Tuesday, January 4, 2024 
at 10:30 am via Zoom (Meeting ID: 825 3957 7132; Passcode: 184454). A site visit can be 
arranged by contacting the Construction Manager, Langston Ford at 
504-670-3324, email: lford@hano.org.
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3.8 Recap of Attachments. It is the responsibility of each bidder to verify that he/she has 
received the following attachments pertaining to this IFB, which are included as a part of 
this IFB: 

[Table No. 5] 
(1) 
IFB
Section 

(2) 
Document 

No.

(3)

Attachment 

(4)

Description
3.8.1 1.0 This IFB Document
3.8.2 2.0 “No-Bid” Response Form 
3.8.3 3.0 A Form of Bid
3.8.4 4.0 B Profile of Firm Form

3.8.5 5.0 C Supplemental Conditions

3.8.6 6.0 D Acknowledgement of Addenda 

3.8.7 7.0 E Certification of Non-Exclusion 

3.8.8 8.0 F E-Verification Affidavit (Only required to
be submitted post-bid by the awarded
bidder)

3.8.9 9.0 G Sample Bid Bond 
3.8.10 10.0 H Performance and Payment Bond 

Sample Form (Only required post-bid 
by the awarded bidder) 

3.8.11 11.0 I Form HUD-5369-A (11/92),
Representations, Certifications, and Other 
Statements of Bidders 

3.8.12 12.0 I-1 Form SF-LLL Disclosure of Lobbying 
Activities HUD-5370 (01/2014), General 
Conditions for Construction Contracts

3.8.13 13.0 I-2 Form HUD-50071 (01/14), Certification of
Payments to Influence Federal Transactions

3.8.14 14.0 I-3 Form HUD-50070 (01/14), Certification for 
a Drug-Free Workplace Entry of Proposed 
Fees, Louisiana Uniform 
Public Work Bid Form 

3.8.15 15.0 J Form HUD-5369 (10/2002), Instructions to
Bidders for Contracts Public and Indian 
Housing Certification of Contractor Non-
Exclusion

3.8.16 16.0 K HUD-5370-EZ 
3.8.17 17.0 L Corporate Resolution 
3.8.18 18.0 M Vendor Registration Form
3.8.19 19.0 N Section 3 Business Preference Document
3.8.20 20.0 O Davis Bacon Wage Rates
3.8.21 21.0 P Statement of Bidder’s Qualifications 

3.8.23 23.0 Q Entry of Proposed Fees
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3.9 BID RESULTS. 
 

3.9.1 Notice of Bid Award. If an award is completed, all bidders will receive by e-mail 
either a Notice of Award or Notice of Regrets. Such notice shall inform all bidders of: 

3.9.1.2 Which bidder received the award.
 

3.9.1.3 Where each bidder placed in the process as a result of the evaluation   
of the bids received. 

 
3.9.1.4 The cost or financial offers received from each bidder. 

 
3.9.1.5 Each bidder’s right to a debriefing and to protest. 

 
3.9.2 Restrictions. All persons having familial (including in-laws) and/or employment 
relationships (past or current) with principals and/or employees of a bidder entity will be 
excluded from participation on the Agency evaluation committee. Similarly, all persons 
having ownership interest in and/or contract with a bidder entity will be excluded from 
participation on the Agency evaluation committee. 

 
4.0 CONTRACT AWARD. 

 
4.1 Contract Award Procedure. If a contract is awarded pursuant to this IFB, the following 

detailed procedures will be followed: 
 

4.1.1 By completing, executing, and submitting a bid, the “bidder is thereby agreeing to 
abide by all terms and conditions pertaining to this IFB as issued by the Agency,” 
including the contract clauses already attached in Attachment G. Accordingly, the 
Agency has no responsibility to conduct after the submittal deadline any 
negotiations pertaining to the contract clauses already published. 

 
4.2 Contract Conditions. The following provisions are considered mandatory conditions of any 

contract award made by HANO pursuant to this IFB: 
 

4.2.1 Contract Form. The Agency will not execute a contract on the Contractor’s form— 
contracts will only be executed on the Agency’s form (please see standard contract 
clauses on Attachment F and G each attached hereto), and by submitting a bid the 
Contractor agrees to do so (please note that HANO reserves the right to amend 
this form as the Agency deems necessary). However, the Agency will during the 
IFB process (prior to the posted question deadline) consider any contract clauses 
that the bidder wishes to include therein and submits in writing a request for the 
Agency to do so; but the failure of the Agency to include such clauses does not 
give the Contractor the right to refuse to execute the Agency’s contract form. It is 
the responsibility of each prospective bidder to notify the Agency, in writing, 
prior to submitting a bid, of any contract clause that he/she is not willing to 
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include in the final executed contract and abide by. The Agency will consider and 
respond to such written correspondence, and if the prospective bidder is not 
willing to abide by the Agency’s response (decision), then that prospective bidder 
shall be deemed ineligible to submit a bid. 

 
4.2.1.1 Mandatory HUD Forms. Please note that HANO has no legal right or 

ability to (and will not) at any time negotiate any clauses contained 
within ANY of the HUD forms included as a part of this IFB. 

 
4.2.1.2 E-Verify Affidavit. The Contractor must certify compliance with 

Louisiana’s E-Verify requirements, in that the Contractor is registered, 
uses, and will continue to use the E-Verify, Federal Work 
Authorization Program throughout the contract period. This Form is 
attached hereto as Attachment G-4 to this IFB document. This 1-page 
Form will be fully completed and executed where provided thereon 
by the successful bidder and will be a part of the ensuing contract 
(NOTE: It is NOT necessary to complete and submit this form as a part 
of the bid submittal—only the awarded bidder(s) will be required to 
do so as a part of the contract execution). 

 
4.2.2 Assignment of Personnel. HANO shall retain the right to demand and receive a 

change in personnel assigned to the work if HANO believes that such change is 
in the best interest of HANO and the completion of the contracted work. 

 
4.2.3 Unauthorized Subcontracting Prohibited. The Contractor shall not assign any 

right, nor delegate any duty for the work proposed pursuant to this IFB 
(including, but not limited to, selling or transferring the contract) without the 
prior written consent of HANO. Any purported assignment of interest or 
delegation of duty, without the prior written consent of HANO shall be void and 
may result in the cancellation of the contract with the Agency, or may result in the 
full or partial forfeiture of funds paid to the Contractor as a result of the proposed 
contract as determined by HANO. 

 

4.3 Time of Completion. The Contractor shall commence work under this contract at 
the time stipulated in the written “Notice to Proceed” (NTP) issued by the local 
authority. The Contractor shall complete the work in 60 calendar days. The work 
shall be considered complete only when the Local Authority has issued its formal 
“Certificate of Acceptance”. 

 
4.4 Licensing and Insurance Requirements. Prior to award (but not as a part of the 

bid submission) the Contractor will be required to provide: 
 

4.4.1 The project shall be awarded only to contractors who are licensed under State 
of Louisiana Contractors License Law La. R.S. 37:2150-2192 with a major 
classification in Building Construction/Roofing. 
 

4.4.2 Workers Compensation Insurance. An original certificate evidencing the 
bidder’s current industrial (worker’s compensation) insurance carrier and 
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coverage amount not less than $100,000.00 (NOTE: Workers Compensation 
Insurance will be required of any Contractor that has employees other than just 
the owner working on-site to provide the services); 

4.4.3 General Liability Insurance. An original certificate evidencing General Liability 
coverage, naming HANO as an additional insured, together with the appropriate 
endorsement to said policy reflecting the addition of HANO as an additional 
insured under said policy (minimum of $1,000,000 each occurrence, general 
aggregate minimum limit of $1,000,000, together with damage to premises and 
fire damage of $50,000 and medical expenses any one person of $5,000), with a 
commercially reasonable deductible (i.e., “commercially reasonable,” meaning at 
least 1% of the “general aggregate minimum” of the policy, with a maximum 
deductible amount of $50,000);Automobile Insurance. An original certificate 
showing the bidder’s automobile insurance coverage in a combined single limit 
of $500,000. For every vehicle utilized during the term of this program, when not 
owned by the entity, each vehicle must have evidence of automobile insurance 
coverage with limits of no less than $100,000/$300,000 and medical pay of $5,000. 

4.4.4 City/Parish/State Business License. If applicable, a copy of the bidder’s business 
license allowing that entity to provide such services within the City of New 
Orleans, Orleans Parish, and/or the State of Louisiana. 

4.4.5 Certificates/Profile of Firm Form. Pertaining to the aforementioned (within 
Sections 5.4.1 through 5.4.5) insurance certificates and licenses, each bidder is 
required to enter related information where provided for on the Profile of Firm 
Form (do not attach or submit copies of the insurance certificates or licenses 
within the bid submittal—we will garner the necessary documents from the 
successful bidder prior to contract execution). 

4.5 Contract Service Standards. All work performed pursuant to this IFB must 
conform and comply with all applicable local, state and federal codes, statutes, 
laws, and regulations. 

4.5 Prompt Return of Contract Documents. Any and all documents required to complete the 
contract, including contract signature by the successful bidders, shall be provided to the 
Agency within 10 workdays of notification by the Agency. 
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SECTION 15420  PLUMBING SYSTEMS 

PART 1 - GENERAL 

1.1 SUMMARY 

A. This Section includes testing, repairs and new work and fixtures to provide a plumbing 
system in each apartment. 

1. Demolish all fixtures required for new work, except those indicated to remain.  
Cap all open lines and pressure test the piping system to identify leaks. 

2. Repair all leaks and add new piping required to service new fixtures. 
3. Provide new fixtures as indicated.  Clean all fixtures scheduled to remain to 

exhibit minimal signs of ware or discoloration.  
4. Coordinate work with other phases of the contract and schedule tests, 

inspections, and approvals to expedite the Work. 

B. Design engineering and product selection that assures efficient operation of a sanitary 
sewer and water supply system capable of maintaining all fixtures in operation and 
perform within acceptable standards established by the Sewerage and Water Board of 
New Orleans. 

1.2 QUALITY ASSURANCE 

A. License:  System shall be installed by a Master Plumber licensed by the City of New 
Orleans with other special licensed workers as required to complete the installation of 
the system.   

B. Fire-Test-Response Characteristics:  UL listed units. 

C. Plumbing Fixtures:  Comply with ASTM standards referenced. 

PART 2  PRODUCTS 

2.1 MATERIALS 

A. andard product line in use for a minimum of 2 years 
prior to installation and approved by the Sewerage and Water Board.   

1. The use of plastic piping materials approved by the Sewerage and Water Board 
are not to be considered as approved for this Work.   

2. The only flexible piping to be used will be AGA approved type for the minimal 
length necessary to connect the stove to the gas valve. 

A. Equipment shall include trim, appearances, and minor items needed to function as 
uctions may not be modified unless 

authorized by HANO and approved by the authorities having jurisdiction. 
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2.2 COMPONENTS 

A. Copper Piping:  Type L, standard weight; fittings of wrought bronze.  Hangers of
punched galvanized steel strap.

B. Soil Pipe:  Schedule 40 No-hub cast-iron.

C. Gas Pipe:  ASTM A 120, Schedule 40 black iron.  Hangers of malleable iron ring type
or steel clevis type with a minimum 1/8-inch diameter steel rod hanger and mounting
plate.

D. Valves (Water/Interior):  Gate type, bronze body gate type with compression, solder, or
threaded connections as approbate to installation.

E. Hose Bibs:
1. Interior: Chicago #387-RCF, 3/4-inch male outside thread outlet, with 

compression cartridge, removable handle. 
2. Exterior:  Chicago # 998-RCF inside sill faucet with vacuum breaker, 3/4-inch

male hose thread outlet with removable tee handle.

F. Stops (Gas/Interior):  Threaded, AGA certified, bronze body, plug type with bronze
plug, ball type with chrome-plated brass ball, or butterfly type with stainless steel disc
and fluorocarbon elastomeric seal.  Include AGA stamp, flat or square head or lever
handle.

G. Valve (Gas):  Threaded, ASME B16.33, 125 psi WOG, bronze body, bronze plug,
straightaway pattern, square head, tapered-plug type, with threaded ends.

H. Pipe Insulation:  1/2-inch thick rigid fiberglass insulation with all service jackets.

I. Tubs: Cast iron, enameled, comply with ASME A112.19.4M.  Nile #012-15XX Series,
outlet location as applicable; Eljer Plumbing Co., or equal.
1. Faucets:  #7220.722, Bath shower fittings; American Standard, Inc
2. ADA Shower:  #1662.602, Personal shower system; American Standard, Inc.,

addition to standard faucet.
3. Drain:  Chrome plated brass with integral stopper

J. 
comply with ASME A 112.19.2M.  #90160 Lutezia; American Standard, Inc., with Model 
9400 C plastic open front seat with #300 series hardware; Church Seat Co.  

K. Lavatories: Drop-in or self-rimming cast iron, enameled, comply with ASME
A112.19.1M, integral over
1. Drop-in:  052-0254, Amherst Lavatory; Eljer Plumbing Co., with # 1480.115 Seva

centerset faucet; American Standard Inc.
2. Self-Rimming (Wall Supported):  #0356.041, Lucerne with #1480.115 Seva

centerset faucet; American Standard Inc.
3. ADA (Wall Supported): # 9141.011, Wheelchair Users Lavatory with # 1480.115

centerset faucet; American Standard Inc.
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L. Sinks: Stainless steel 8 inches deep, minimum 20 gauge with sound deadening without
spray attachment.  PSR-3319; Elkay with # 6270.000 two-handle kitchen faucet with
#972 handles; American Standard.

M. Fixtures: Chrome plated solid cast brass, compression fittings with ceramic seats.

N. Water Heaters:  Steel tank with copper lining complying with ANSI Z21.10.1, AGAL
approved with safety gas valve to automatically shut off gas supply if pilot is
extinguished.  Relief valve complying with ANSI Z21.22.

O. Flue:  Minimum 20 gauge galvanized sheet metal, double walled.

PART 3   EXECUTION 

3.1 INSTALLATION 

A. Remove defective and deteriorated piping and fixtures and clean lines to street prior to
installation of new materials.

B. 
Orleans Sewerage and Water Board. 

C. Flush system of loose materials prior to installation of aerators.

1.3 PIPING 

A. Support or hang piping from building framing, pipes shall not be supported from
conduit, building trim, or other non-structural items.

1. Cast iron:  Within 18-inches of joints and not exceeding 60-inch intervals.
2. Gas piping:  Within 12-inches of joints and not exceeding 96-inch intervals.
3. Water piping:  Within 8-inches of joints and not exceeding 72-inch intervals.
4. All piping:  At floor or within 8-inches of floor when penetrating the floor.

B. Lay water piping to drain and sewer piping to house connections with a fall of 1/8-inch
per foot to one inch per ten feet as required by S&WB.  Support drain and sewer piping
underground or under slab from the slab or structure with 1/8-inch stainless steel rods
wrapped around the pipe and tied to the slab reinforcing or secured to the building
framing.  Trenches for buried piping with smooth bottoms with depressions for pipe
bells.  Remove bricks, metal, and other debris from trenches prior to laying pipes.  If
trenches are dug deeper than required, raise bottom using pumped river sand as a fill
material,

C. Install piping to be concealed in walls or floors with minimum offsets.  Locate cleanouts
to be accessible after partitions are constructed.  Provide access doors in partitions to
service cleanouts.

D. Install air chambers to limit water hammer on branches of all water supply lines.
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E. Provide valves at all equipment to allow for removal or repair of the item of equipment 
without affecting the balance of the plumbing system. 

F. Insulate concealed water supply lines.  

G. Run gas piping required to be exposed to view in corners adjacent to ceilings. 

H. Provide chrome plated brass echelons where pipes penetrate walls or floors. 

END OF SECTION  
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SECTION 09260 - GYPSUM BOARD ASSEMBLIES 

PART 1 - GENERAL 

1.1 SUMMARY 

A. This Section includes the following: 

1. Interior gypsum wallboard: 
a. Standard performance panels. 
b. High impact type performance panels. 
c. Type X (Fire resistant) type performance panels. 
d. Water-Resistant (Greenboard) panels. 

2. Non-load-bearing steel framing. 

1.2 SUBMITTALS 

A. Product Data:  For each product indicated. 

B. Samples:  For each textured finish indicated and on same backing indicated for Work. 

1.3 QUALITY ASSURANCE 

A. Fire-Test-Response Characteristics:  For gypsum board assemblies with fire-resistance 
ratings, provide materials and construction identical to those tested in assembly 
indicated according to ASTM E 119 by an independent testing and inspecting agency 
acceptable to authorities having jurisdiction. 

B. Mockups:  Before finishing gypsum board assemblies, install mockups of at least 100 
sq. ft. in surface area to demonstrate aesthetic effects and qualities of materials and 
execution. 

1. Install mockups for surfaces with texture finishes. 
2. Simulate finished lighting conditions for review of mockups. 
3. Approved mockups may become part of the completed Work if undisturbed at 

time of Substantial Completion. 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Subject to compliance with requirements, products that may be incorporated into the 
Work include, but are not limited to, the products listed.  
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2.2 STEEL FRAMING 

A. Steel Framing, General:  Comply with ASTM C 754 for conditions indicated. 

1. Steel Sheet Components:  Metal complying with ASTM C 645, 20 gauge 
standard studs, runners, furring channels and accessories. 
a. Protective Coating: ASTM A 653 G60, hot-dip galvanized zinc coating.
b. 3-5/8 stud width, unless otherwise noted. 

2. Fasteners: Type S-12 Bulge Head Drywall screws standard, hot-dipped 
galvanized or stainless steel; sized to penetrate wood studs a minimum of 5/8 
inches, steel studs by 4 full threads. 

3. Flat Strap and Backing Plate:  20 gauge galvanized steel sheet for blocking and 
bracing in length and width indicated, or if none indicated to be 1-1/2 inches 
wider and extending two studs past either end than item being supported.

4. Cold-Rolled Channel Bridging:  16 gauge bare steel thickness, with minimum ½
inch wide flange, and in depth required by openings in studs. 
a. Clip Angle:  1-1/2 by 1-1/2 inch, 14 gauge thick, galvanized steel. 

5. Hat-Shaped, Rigid Furring Channels:  ASTM C 645, 20 gauge 1-1/2 inch depth, 
unless otherwise indicated. 

6. Cold-Rolled Furring Channels:  16 gauge bare steel thickness, with minimum 1/2-
inch wide flange, and in depth indicated. 
a. Tie Wire:  ASTM A 641, Class 1 zinc coating, soft temper, 15 gauge 

diameter wire.  

2.3 PANEL PRODUCTS 

A. Panel Size, General:  Provide in maximum lengths and widths available that will 
minimize joints in each area and correspond with support system indicated. 

B. Gypsum Wallboard:  ASTM C 36, 5/8 inch thickness, unless otherwise noted. 

1. Regular Type:  In thickness indicated and with long edges tapered. 
2. Type X:  In thickness indicated and with long edges tapered.  

a. Products complying with the requirements include but are not limited to the 
following: 

1) Regular and Fire-Shield Gold Bond Gypsum Wallboard; National 
Gypsum Co. 

2) Regular and Type X Sheetrock; U S Gypsum Co. 
3) Approved equal.  

C. Abuse-Resistant Gypsum Wallboard:  ASTM C 36, manufactured to produce greater 
resistance to surface indentation and through-penetration than standard gypsum 
panels.  

a. Products complying to the requirements include but are not limited to the 
following: 

1) Hi-Abuse, Gold Bond; National Gypsum Co. 
2) ToughRock; Georgia-Pacific. 
3) Approved equal. 
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D. Water-Resistant Gypsum Backer Board: ASTM C 630, Gypsum core panel with 
additives to enhance water-resistance of core; surfaced with water repellant paper.

1. Products complying to the requirements include but are not limited to the 
following: 

1) Gold Bond MR; National Gypsum Co. 
2) Sheetrock Water-Resistant; U S Gypsum Co. 
3) Approved equal. 

2.4 TRIM ACCESSORIES 

A. Interior Trim:  Pure zinc or plastic items complying with ASTM C 1047. 

1. Cornerbead:  Use at outside corners.  
2. LC-Bead:  Use at exposed panel edges. 

2.5 JOINT TREATMENT MATERIALS 

A. General:  Comply with ASTM C 475. 

B. Joint Tape:  Paper or fiberglass grid type. 

C. Joint Compound for Interior Gypsum Wallboard:  For each coat use formulation that is 
compatible with other compounds applied on previous or for successive coats.

1. Prefilling:  At open joints, rounded or beveled panel edges, and damaged surface 
areas, use setting-type taping compound. 

2. Embedding and First Coat:  For embedding tape and first coat on joints, flanges 
of trim accessories, and fasteners, use setting-type taping compound.  

a. Use setting-type compound for installing paper-faced metal trim 
accessories. 

3. Fill Coat:  For second coat, use sandable topping compound. 
4. Finish Coat:  For third coat, use setting-type, sandable topping compound.

2.6 AUXILIARY MATERIALS 

A. General:  Provide auxiliary materials that comply with referenced installation standards 
and manufacturer's written recommendations. 

2.7  TEXTURE FINISHES 

A. Primer:  As recommended by textured finish manufacturer. 

B. Aggregate Finish:  Water-based, job-mixed, aggregated, drying-type texture finish for 
spray application. 

1. Available Products: 
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a. G-P Gypsum Corp.; GyProc Vermiculite Ceiling Texture.
b. United States Gypsum Co.; SHEETROCK Wall and Ceiling Spray Texture

(Aggregated).

PART 3 EXECUTION 

3.1 NON-LOAD-BEARING STEEL FRAMING INSTALLATION 

A. General:  Comply with ASTM C 754, and ASTM C 840 requirements that apply to
framing installation.

B. Suspended Ceiling and Soffit Framing:

1. Suspend ceiling hangers plumb and free from contact with insulation or other
objects within ceiling plenum that are not part of supporting structural or ceiling
suspension system.  Splay hangers only where required to miss obstructions and
offset resulting horizontal forces by bracing, counter-splaying, or other equally
effective means.

2. Where width of ducts and other construction within ceiling plenum produces
hanger spacings that interfere with the location of hangers required to support
standard suspension system members, install supplemental suspension
members and hangers in form of trapezes or equivalent devices.  Size
supplemental suspension members and hangers to support ceiling loads within
performance limits established by referenced standards.

3. Attach hangers to structural members.  Do not support ceilings from or attach
hangers to roof decks, ducts, pipes, or conduit.

4. Screw furring to wood framing.
5. Wire-tie furring channels to supports, as required to comply with requirements for

assemblies indicated.
6. Grid Suspension System:  Attach perimeter wall track or angle where grid

suspension system meets vertical surfaces.  Mechanically join main beam and
cross-furring members to each other and butt-cut to fit into wall track.

C. Partition and Soffit Framing:

1. Extend partition framing full height to structural supports or substrates above
suspended ceilings, except where partitions are indicated to terminate at
suspended ceilings.  Continue framing over frames for doors and openings and
frame around ducts penetrating partitions above ceiling to provide support for
gypsum board.

2. Frame door openings to comply with GA-600 and with gypsum board
manufacturer's applicable written recommendations, unless otherwise indicated.
Screw vertical studs at jambs to jamb anchor clips on door frames; install runner
track section (for cripple studs) at head and secure to jamb studs.

a. Install two studs at each jamb, unless otherwise indicated.

2.8 PANEL PRODUCT INSTALLATION 

A. Gypsum Board:  Comply with ASTM C 840 and GA-216.
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1. Space screws a maximum of 12 inches o.c. for vertical applications. 
2. Space fasteners in panels that are tile substrates a maximum of 8 inches o.c.
3. On ceilings, apply gypsum panels before wall/partition board application to the 

greatest extent possible and at right angles to framing, unless otherwise 
indicated. 

4. On partitions/walls, apply gypsum panels horizontally (perpendicular to framing), 
unless otherwise indicated or required by fire-resistance-rated assembly, and 
minimize end joints. 

a. Stagger abutting end joints not less than one framing member in alternate 
courses of board. 

b. At stairwells and other high walls, install panels horizontally, unless 
otherwise indicated or required by fire-resistance-rated assembly. 

5. Single-Layer Fastening Methods:  Apply gypsum panels to supports with steel 
drill screws. 

6. Multilayer Fastening Methods:  Fasten base layers and face layers separately to 
supports with screws. 

2.9 FINISHING 

A. Installing Trim Accessories:  For trim with back flanges intended for fasteners, attach to 
framing with same fasteners used for panels.  Otherwise, attach trim according to 
manufacturer's written instructions. 

B. Finishing Gypsum Board Panels:  Treat gypsum board joints, interior angles, edge trim, 
control joints, penetrations, fastener heads, surface defects, and elsewhere as required 
to prepare gypsum board surfaces for decoration. 

1. Prefill open joints and damaged surface areas. 
2. Apply joint tape over gypsum board joints, except those with trim having flanges 

not intended for tape. 

C. Gypsum Board Finish Levels:  Finish panels to levels indicated below, according to 
ASTM C 840, for locations indicated: 

1. Level 2:  Embed tape and apply separate first coat of joint compound to tape, 
fasteners, and trim flanges where panels are substrate for tile. 

2. Level 4:  Embed tape and apply separate first, fill, and finish coats of joint 
compound to tape, fasteners, and trim flanges at panel surfaces that will be
exposed to view, unless otherwise indicated. 

2.10 APPLYING TEXTURE FINISHES 

A. Surface Preparation and Primer:  Prepare and apply primer to gypsum panels and 
other surfaces receiving texture finishes.  Apply primer to surfaces that are clean, dry, 
and smooth. 

B. Texture Finish Application:  Mix and apply finish using powered spray equipment, to 
produce a uniform texture matching approved mockup and free of starved spots or 
other evidence of thin application or of application patterns. 
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C. Prevent texture finishes from coming into contact with surfaces not indicated to receive 
texture finish by covering them with masking agents, polyethylene film, or other means.  
If, despite these precautions, texture finishes contact these surfaces, immediately 
remove droppings and overspray to prevent damage according to texture finish 
manufacturer's written recommendations. 

END OF SECTION  
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  SECTION 06100 - ROUGH CARPENTRY 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and 
Supplementary Conditions and Division 1 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes the following: 

1. Framing with dimension lumber. 
2. Utility shelving. 
3. Sheathing. 
4. Subflooring and underlayment. 
5. Plywood backing panels. 
6. Building wrap. 

1.3 SUBMITTALS 

A. Product Data:  For each type of process and factory-fabricated product.  Indicate 
component materials and dimensions and include construction and application details. 

1. Include data for wood-preservative treatment from chemical treatment 
manufacturer and certification by treating plant that treated materials comply with 
requirements.  Indicate type of preservative used, net amount of preservative 
retained, and chemical treatment manufacturer's written instructions for handling, 
storing, installing, and finishing treated material. 

2. Include data for fire-retardant treatment from chemical treatment manufacturer 
and certification by treating plant that treated materials comply with requirements.  
Include physical properties of treated materials, both before and after exposure 
to elevated temperatures when tested according to ASTM D 5516 and 
ASTM D 5664. 

3. For products receiving a waterborne treatment, include statement that moisture 
content of treated materials was reduced to levels specified before shipment to 
Project site. 

4. Include copies of warranties from chemical treatment manufacturers for each 
type of treatment. 

5. Preservative-treated wood. 
6. Fire-retardant-treated wood. 
7. Power-driven fasteners. 
8. Powder-actuated fasteners. 
9. Expansion anchors. 
10. Building wrap. 
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1.4 QUALITY ASSURANCE 

A. Source Limitations for Fire-Retardant-Treated Wood:  Obtain each type of fire-
retardant-treated wood product through one source from a single producer. 

1.5 DELIVERY, STORAGE, AND HANDLING 

A. Stack lumber, plywood, and other panels; place spacers between each bundle to 
provide air circulation.  Provide for air circulation around stacks and under coverings. 

B. Covers for lumber, plywood, and other panels shall provide for transmission of water 
vapors, polyethylene, sheet metal, and other impermeable materials shall not be used.

C. Store and handle products as recommended by the manufacturer for hot humid 
climates; remove binding materials from stored materials. 

D. Store materials off the ground and away from standing water. 

E. Discard materials that have warped, cupped, swell, delaminated or otherwise 
deteriorated.   

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Available Manufacturers:  Subject to compliance with requirements, manufacturers 
offering products that may be incorporated into the Work include, but are not limited to, 
the following: 

1. Gypsum Sheathing Board: 

a. American Gypsum Co. 
b. G-P Gypsum Corporation. 
c. National Gypsum Company. 
d. United States Gypsum Co. 
e. Approved equal. 

2. Building Wrap: 

a. Celotex Corporation (The); Building Products Division. 
b. DuPont (E. I. du Pont de Nemours and Company). 
c. Parsec, Inc. 
d. Tenneco Building Products. 
e. Approved equal. 

3. Metal Framing Anchors: 

a. Alpine Engineered Products, Inc. 
b. Cleveland Steel Specialty Co. 
c. Harlen Metal Products, Inc. 
d. Simpson Strong-Tie Company, Inc. 
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e. Southeastern Metals Manufacturing Co., Inc.
f. United Steel Products Company, Inc.
g. Approved equal.

2.2 WOOD PRODUCTS, GENERAL 

A. Lumber:  DOC PS 20 and applicable rules of lumber grading agencies certified by the
American Lumber Standards Committee Board of Review.

1. Factory mark each piece of lumber with grade stamp of grading agency.
2. Where nominal sizes are indicated, provide actual sizes required by DOC PS 20

for moisture content specified.  Where actual sizes are indicated, they are
minimum dressed sizes for dry lumber.

3. Provide dressed lumber, S4S, unless otherwise indicated.
4. Provide dry lumber with 19 percent maximum moisture content at time of

dressing for 2-inch nominal thickness or less, unless otherwise indicated.

B. Wood Structural Panels:

1. Plywood:  Either DOC PS 1 or DOC PS 2, unless otherwise indicated.
2. Thickness:  As indicated and or as needed to comply with requirements

specified.
3. Comply with "Code Plus" provisions in APA Form No. E30K, "APA

Design/Construction Guide:  Residential & Commercial."
4. Factory mark panels according to indicated standard.

2.3 WOOD-PRESERVATIVE-TREATED MATERIALS 

A. Preservative Treatment by Pressure Process:  AWPA C2 (lumber) and AWPA C9
(plywood), used for sheathing and base plates.

a. Preservative Chemicals:  Chromated copper arsenate (CCA).
b. Retention rate of 0.04 lbs./cu. ft.

B. Lumber that is not in contact with the ground and is continuously protected from liquid
water may be treated according to AWPA P5 with inorganic boron (SBX).

a. Retention rate of 0.42 lbs/cu.ft.

C. Kiln-dry material after treatment to maximum moisture content of 19 percent for lumber
and 15 percent for plywood.  Do not use material that is warped or does not comply
with requirements.

D. Application:  Treat all rough carpentry, unless otherwise indicated and the following:

1. Preservative treatment for wood cants, nailers, curbs, equipment support bases,
blocking, stripping, and similar members in connection with roofing, flashing,
vapor barriers, and waterproofing.

2. Preservative treatment for wood sills, sleepers, blocking, furring, stripping, and
similar concealed members in contact with masonry or concrete.
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2.4 FIRE-RETARDANT-TREATED MATERIALS 

A. General:  Where fire-retardant-treated materials are indicated, provide materials that 
comply with performance requirements in AWPA C20 (lumber) and AWPA C27
(plywood).  Identify fire-retardant-treated wood with appropriate classification marking 
of UL, U.S. Testing, Timber Products Inspection, or another independent testing and 
inspecting agency. 

1. Use treatment for which chemical manufacturer publishes physical properties of 
treated wood after exposure to elevated temperatures, when tested by a qualified 
independent testing agency according to ASTM D 5664, for lumber and
ASTM D 5516, for plywood. 

2. Use treatment that does not promote corrosion of metal fasteners. 
3. Use Exterior type for exterior locations including all sheathing and where else as 

indicated. 

2.5 DIMENSION LUMBER 

A. General:  Provide dimension lumber of grades indicated according to the American 
Lumber Standards Committee National Grading Rule provisions of the grading agency 
indicated. 

B. Construction or Stud grade and any of the following species: 

1. Mixed southern pine; SPIB. 
2. Hem-fir or Hem-fir (north); NLGA, WCLIB, or WWPA. 
3. Spruce-pine-fir (south) or Spruce-pine-fir; NELMA, NLGA, WCLIB, or WWPA.

2.6 MISCELLANEOUS LUMBER 

A. General:  Provide dimensional lumber field fabricated for support or attachment of 
other construction, including the following: 

1. Blocking. 
2. Nailers. 
3. Furring. 
4. Grounds. 
5. Concealed boards. 

B. For furring strips for installing plywood or hardboard paneling, select boards with no 
knots capable of producing bent-over nails and damage to paneling. 

2.7 SHEATHING 

A. Plywood Wall Sheathing:  Exterior, Structural I sheathing. 

1. Span Rating:  Not less than 32/16. 
2. Thickness:  Not less than 1/2 inch. 

B. Glass-Mat Gypsum Wall Sheathing:  ASTM C 1177/1177M. 
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1. Product:  Subject to compliance with requirements, provide "Dens-Glass Gold"
by G-P Gypsum Corp.

2. Type and Thickness:  Regular, 1/2 inch thick.
3.

C. Plywood Roof Sheathing: Exterior, Structural I sheathing.

1. Span Rating:  Not less than 32/16.
2. Thickness:  Not less than 5/8 inch.

2.8 SUBFLOORING AND UNDERLAYMENT 

A. Plywood Combination Subfloor-Underlayment:  DOC PS 1, Exterior, Structural I, C-C
Plugged single-floor panels.

1. Span Rating:  Not less than 24 oc.
2. Thickness:  Not less than 7/8 inch.
3. Edge Detail:  Square.
4. Edge Detail:  Tongue and groove.
5. Surface Finish:  Fully sanded face.

B. Plywood Subflooring:  Exterior, Structural I single-floor panels or sheathing.

1. Span Rating:  Not less than 24 oc.
2. Thickness:  Not less than 7/8 inch.

C. Plywood Underlayment for Resilient Flooring:  DOC PS 1, Exterior B-C with fully
sanded face.

D. Plywood Underlayment for Ceramic Tile:  DOC PS 1, Exterior, C-C Plugged, 5/8 inch
thick.

E. Plywood Underlayment for Carpet:  DOC PS 1, Exposure 1 Underlayment.

2.9 PLYWOOD BACKING PANELS 

A. Telephone and Electrical Equipment Backing Panels:  DOC PS 1, Exposure 1, C-D
Plugged, fire-retardant treated, in thickness indicated or, if not indicated, not less than
1/2 inch thick.

2.10 FASTENERS 

A. General:  Provide fasteners of size and type indicated that comply with requirements
specified in this Article for material and manufacture.

1. Provide fasteners with hot-dip zinc coating complying with ASTM A 153/A 153M
or of Type 304 stainless steel.

B. Nails and Brads:  ASTM F 1667.

C. Power-Driven Fasteners:  CABO NER-272.
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D. Wood Screws:  ASME B18.6.1. 

E. Lag Bolts:  ASME B18.2.1.  

F. Bolts:  Steel bolts complying with ASTM A 307, Grade A; with ASTM A 563 hex nuts 
and, flat washers. 

G. Expansion Anchors:  Anchor bolt and sleeve assembly of material indicated below with 
capability to sustain, without failure, a load equal to 6 times the load imposed when 
installed in unit masonry assemblies and equal to 4 times the load imposed when 
installed in concrete as determined by testing per ASTM E 488 conducted by a 
qualified independent testing and inspecting agency. 

1. Material:  Carbon-steel components, zinc plated to comply with ASTM B 633, 
Class Fe/Zn 5. 

2. Material:  Stainless steel with bolts and nuts complying with ASTM F 593 and 
ASTM F 594, Alloy Group 1 or 2. 

2.11 METAL FRAMING ANCHORS 

A. General:  Provide framing anchors made from hot-dip, zinc-coated steel sheet 
complying with ASTM A 653/A 653M, G60 coating designation, of structural capacity, 
type, and size indicated (not including the galvanized coating), and as follows:

1. Allowable Design Loads:  Provide products with allowable design loads, as 
published by manufacturer, that meet or exceed those indicated.  Manufacturer's 
published values shall be determined from empirical data or by rational 
engineering analysis and demonstrated by comprehensive testing performed by 
a qualified independent testing agency. 

B. Joist Hangers:  U-shaped joist hangers 0.062 inch (15 gauge) thickness with 2-inch
long seat and 1-1/4-inch wide nailing flanges at least 85 percent of joist depth.  Style U; 
Simpson or equal. 

C. Bridging:  Rigid, V-section, nailless type, 0.062 inch thick (15 gauge), length to suit joist 
size and spacing. Style NC or NCA; Simpson or equal. 

D. Post Bases:  Adjustable-socket type for bolting in place with standoff plate to raise post 
1 inch above base and with 2-inch minimum side cover, socket 0.062 inch thick, and 
standoff and adjustment plates 0.108 inch thick (9 gauge).  EPB44T; Simpson or equal.

E. Joist Ties:  Flat straps, with holes for fasteners, for tying joists together over supports.

1. Width:  1-1/4 inches. 
2. Thickness:  0.062 inch. 
3. Length:  24 inches or as indicated. 

F. Rafter Tie-Downs (Hurricane Ties):  Bent strap tie for fastening rafters or roof trusses 
to wall studs below, 2-1/4 inches wide by 0.062 inch thick (15 gauge).  Tie fits over top 
of rafter or truss and fastens to both sides of rafter or truss, face of top plates, and side 
of stud below.  H7; Simpson or equal. 
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G. Floor-to-Floor Ties:  Flat straps, with holes for fasteners, for tying upper floor wall studs 
to band joists and lower floor studs, 1-1/4 inches wide by 0.050 (16 gauge) inch thick 
by 36 inches long.  Style LSTI; Simpson or equal. 

H. Hold-Downs:  Brackets for bolting to wall studs and securing to foundation walls with 
anchor bolts or to other hold-downs with threaded rods and designed with first of two 
bolts placed seven bolt diameters from reinforced base.  Style PHD; Simpson or equal. 

1. Bolt Diameter:  3/4 inch. 
2. Width:  2-1/2 inches. 
3. Body Thickness:  0.138 inch (11gauge). 
4. Base Reinforcement Thickness:  0.108 inch (10 gauge). 

2.12 MISCELLANEOUS MATERIALS 

A. Building Paper:  Asphalt-saturated organic felt complying with ASTM D 226, Type I 
(No. 15 asphalt felt), unperforated. 

B. Building Wrap:  Air-retarder sheeting made from polyolefins; cross-laminated films, 
woven strands, or spun-bonded fibers; coated or uncoated; with or without 
perforations; and complying with ASTM E 1677, Type I. 

1. Thickness:  Not less than 3 mils. 
2. Permeance:  Not less than 10 perms. 
3. Flame-Spread Index:  25 or less per ASTM E 84. 
4. Allowable Exposure Time:  Not less than three months. 

C. Building Wrap Tape:  Pressure-sensitive plastic tape recommended by building wrap 
manufacturer for sealing joints and penetrations in building wrap. 

D. Sheathing Tape:  Pressure-sensitive plastic tape for sealing joints and penetrations in 
sheathing and recommended by sheathing manufacturer for use with type of sheathing 
required. 

E. Adhesives for Field Gluing Panels to Framing:  Formulation complying with APA AFG-
01 that is approved for use with type of construction panel indicated by both adhesive 
and panel manufacturers. 

F. Water-Repellent Preservative:  NWWDA-tested and -accepted formulation containing 
3-iodo-2-propynyl butyl carbamate, combined with an insecticide containing 
chloropyrifos as its active ingredient. 

PART 3 - EXECUTION 

3.1 INSTALLATION, GENERAL 

A. Set rough carpentry to required levels and lines, with members plumb, true to line, cut, 
and fitted.  Fit rough carpentry to other construction; scribe and cope as needed for 
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accurate fit.  Locate furring, nailers, blocking, and similar supports to comply with 
requirements for attaching other construction. 

B. Do not use materials with defects that impair quality of rough carpentry or pieces that 
are too small to use with minimum number of joints or optimum joint arrangement.

C. Apply field treatment complying with AWPA M4 to cut surfaces of preservative-treated 
lumber and plywood. 

D. Securely attach rough carpentry work to substrate by anchoring and fastening as 
indicated, complying with the following: 

1. CABO NER-272 for power-driven fasteners. 
2. Published requirements of metal framing anchor manufacturer. 
3. Table 2306.1, "Fastening Schedule," in the Standard Building Code. 

E. Use common wire nails, unless otherwise indicated.  Select fasteners of size that will 
not fully penetrate members where opposite side will be exposed to view or will receive 
finish materials.  Make tight connections between members.  Install fasteners without 
splitting wood; predrill as required. 

F. Use finishing nails for exposed work, unless otherwise indicated.  Countersink nail 
heads and fill holes with wood filler. 

3.2 WOOD GROUND, BLOCKING, AND NAILER INSTALLATION 

A. Install where indicated and where required for screeding or attaching other work.  Form 
to shapes indicated and cut as required for true line and level of attached work.  
Coordinate locations with other work involved. 

B. Attach items to substrates to support applied loading.  Recess bolts and nuts flush with
surfaces, unless otherwise indicated.  Build anchor bolts into masonry during 
installation of masonry work.  Where possible, secure anchor bolts to formwork before 
concrete placement. 

3.3 WOOD FURRING INSTALLATION 

A. Install level and plumb with closure strips at edges and openings.  Shim with wood as 
required for tolerance of finish work. 

1. Fire block furred spaces of walls, at each floor level and at ceiling, with wood 
blocking or noncombustible materials accurately fitted to close furred spaces.

3.4 WOOD FRAMING INSTALLATION, GENERAL 

A. Framing Standard:  Comply with AFPA's "Manual for Wood Frame Construction," 
unless otherwise indicated. 

B. Do not splice structural members between supports. 
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C. Where built-up beams or girders of 2-inch nominal dimension lumber on edge are 
required, fasten together with two rows of 20d nails spaced not less than 24 inches  
o.c.  Locate one row near top edge and other near bottom edge. 

1. For continuous members, locate end joints over supports. 

3.5 WALL AND PARTITION FRAMING INSTALLATION 

A. General:  Arrange studs so wide face of stud is perpendicular to direction of wall or 
partition and narrow face is parallel.  Provide double bottom and top plates using 
members of 2-inch nominal thickness whose widths equal that of studs, except single 
top plate may be used for non-load-bearing partitions.  Anchor or nail plates to 
supporting construction, unless otherwise indicated. 

1. For exterior walls, provide 2-by-6-inch nominal size wood studs spaced 16 inches
o.c., unless otherwise indicated. 

2. For interior partitions and walls, provide 2-by-4-inch nominal size wood studs 
spaced 16 inches o.c., unless otherwise indicated. 

B. Construct corners and intersections with three or more studs.  Provide blocking and 
framing as indicated and as required to support facing materials, fixtures, specialty 
items, and trim. 

1. Provide continuous horizontal blocking at midheight of partitions more than 96
inches high, using members of 2-inch nominal thickness and of same width as 
wall or partitions. 

C. Fire block concealed spaces of wood-framed walls and partitions at each floor level 
and at ceiling line of top story.  Where fire blocking is not inherent in framing system 
used, provide closely fitted wood blocks of 2-inch nominal thick lumber of same width 
as framing members. 

D. Frame openings with multiple studs and headers.  Provide nailed header members of 
thickness equal to width of studs.  Set headers on edge and support on jamb studs.

1. For non-load-bearing partitions, provide double-jamb studs with headers not less 
than 4-inch nominal depth for openings 48 inches and less in width, 6-inch 
nominal depth for openings 4 to 6 feet in width, 8-inch nominal depth for 
openings 6 to 10 feet in width, and not less than 10-inch nominal depth for 
openings 10 to 12 feet in width. 

2. For load-bearing walls, provide double-jamb studs for openings 6 feet and less in 
width, and triple-jamb studs for wider openings.  Provide headers of depth 
indicated or, if not indicated, according to Table 602.7 in the International One-
and Two-Family Dwelling Code. 

E. Provide bracing in exterior walls, at both walls of each external corner, full-story height, 
unless otherwise indicated.  

F. Provide bracing in walls, full-story height, unless otherwise indicated.  Provide one of 
the following: 
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1. Diagonal bracing at 45-degree angle using let-in 1-by-4-inch nominal size 
boards. 

2. Plywood panels not less than 48 by 96 inches applied vertically. 
3. In lieu of bracing at corners or at locations indicated, continuous gypsum 

sheathing may be provided in panels not less than 48 by 96 inches applied 
vertically. 

3.6 FLOOR JOIST FRAMING INSTALLATION 

A. General:  Install floor joists with crown edge up and support ends of each member with 
not less than 1-1/2 inches of bearing on wood or metal, or 3 inches on masonry.  
Attach floor joists as follows: 

1. Where framed into wood supporting members, by using wood ledgers as 
indicated or, if not indicated, by using metal joist hangers. 

B. A frame opening with headers and trimmers supported by metal joist hangers; double 
headers and trimmers where span of header exceeds 48 inches. 

C. Do not notch in middle third of joists; limit notches to one-sixth depth of joist, one-third 
at ends.  Do not bore holes larger than 1/3 depth of joist; do not locate closer than 2 
inches from top or bottom. 

D. Provide solid blocking of 2-inch nominal thickness by depth of joist at ends of joists 
unless nailed to header or band. 

E. Lap members framing from opposite sides of beams, girders, or partitions not less than 
6 inches or securely tie opposing members together.  Provide solid blocking of 2-inch
nominal thickness by depth of joist over supports. 

F. Anchor members paralleling masonry with 1/4-by-1-1/4-inch metal strap anchors 
spaced not more than 96 inches o.c., extending over and fastening to 3 joists.  Embed 
anchors at least 6 inches into grouted masonry with ends bent at right angles and 
extending 4 inches beyond bend. 

G. Provide solid blocking between joists under jamb studs for openings. 

H. Under non-load-bearing partitions, provide double joists separated by solid blocking 
equal to depth of studs above. 

1. Provide triple joists separated as above, under partitions receiving ceramic tile 
and similar heavy finishes or fixtures. 

I. Provide bridging of type indicated below, at intervals of 96 inches o.c., between joists. 

1. Steel bridging installed to comply with bridging manufacturer's written 
instructions. 

3.7 CEILING JOIST AND RAFTER FRAMING INSTALLATION 
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A. Ceiling Joists:  Install ceiling joists with crown edge up and complying with 
requirements specified above for floor joists.  Face nail to ends of parallel rafters.

1. Where ceiling joists are at right angles to rafters, provide additional short joists 
parallel to rafters from wall plate to first joist; nail to ends of rafters and to top 
plate and nail to first joist or anchor with framing anchors or metal straps.  
Provide 2-by-4-inch nominal size stringers spaced 48 inches o.c. crosswise over 
main ceiling joists. 

B. Rafters:  Notch to fit exterior wall plates and use metal framing anchors.  Double rafters 
to form headers and trimmers at openings in roof framing, if any, and support with 
metal hangers.  Where rafters abut at ridge, place directly opposite each other and nail 
to ridge member or use metal ridge hangers. 

1. At valleys, provide double-valley rafters of size indicated or, if not indicated, of 
same thickness as regular rafters and 2 inches deeper.  Bevel ends of jack 
rafters for full bearing against valley rafters. 

2. At hips, provide hip rafter of size indicated or, if not indicated, of same thickness 
as regular rafters and 2 inches deeper.  Bevel ends of jack rafters for full bearing 
against hip rafter. 

C. Provide collar beams (ties) as indicated or, if not indicated, provide 1-by-6-inch nominal
size boards between every third pair of rafters, but not more than 48 inches o.c.  
Locate below ridge member, at third point of rafter span.  Cut ends to fit roof slope and 
nail to rafters. 

D. Provide special framing as indicated for eaves, overhangs, dormers, and similar 
conditions. 

3.8 STAIR FRAMING INSTALLATION 

A. Provide stair framing members of size, space, and configuration indicated or, if not 
indicated, to comply with the following requirements: 

1. Stringer Size:  2-by-12-inch nominal size, minimum. 
2. Notching:  Notch stringers to receive treads, risers, and supports; leave at least 

3-1/2 inches of effective depth. 
3. Stringer Spacing:  At least 3 stringers for each 36-inch clear width of stair.

B. Provide stair framing with no more than 3/16-inch variation between adjacent treads 
and risers and no more than 3/8-inch variation between largest and smallest treads 
and risers within each flight. 

3.9 WOOD STRUCTURAL PANEL INSTALLATION 

A. General:  Comply with applicable recommendations contained in APA Form No. E30K, 
"APA Design/Construction Guide:  Residential & Commercial," for types of structural-
use panels and applications indicated. 

1. Comply with "Code Plus" provisions in above-referenced guide. 
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B. Fastening Methods:  Fasten panels as indicated below: 

1. Combination Subfloor-Underlayment: 

a. Glue and nail to wood framing. 
b. Screw to cold-formed metal framing. 
c. Space panels 1/8 inch apart at edges and ends. 

2. Subflooring: 

a. Glue and nail to wood framing. 
b. Screw to cold-formed metal framing. 
c. Space panels 1/8 inch apart at edges and ends. 

3. Sheathing: 

a. Nail to wood framing. 
b. Screw to cold-formed metal framing. 
c. Space panels 1/8 inch apart at edges and ends. 

4. Plywood Backing Panels:  Nail or screw to supports. 

3.10 GYPSUM SHEATHING 

A. General:  Fasten gypsum sheathing to supports with galvanized roofing nails; comply 
with GA-253 and manufacturer's recommended spacing and referenced fastening 
schedule.  Keep perimeter fasteners 3/8 inch from edges and ends of units. 

B. Install 24-by-96-inch sheathing horizontally with long edges at right angles to studs with 
V-grooved edge down and tongue edge up.  Interlock tongue with groove to bring long 
edges in contact with edges of adjacent board without forcing.  Abut ends of boards 
over centers of studs and stagger end joints of adjacent boards not less than one stud 
spacing, two where possible. 

3.11 BUILDING PAPER APPLICATION 

A. Apply building paper horizontally with 3-inch overlap and 6-inch end lap; fasten to 
sheathing with galvanized staples or roofing nails.  Cover upstanding flashing with 4-
inch overlap. 

3.12 BUILDING WRAP APPLICATION 

A. Cover wall sheathing with building wrap as indicated. 

1. Comply with manufacturer's written instructions. 
2. Cover upstanding flashing with 4-inch overlap. 
3. Seal seams, edges, and penetrations with tape. 
4. Extend into jambs of openings and seal corners with tape. 

3.13 SHEATHING TAPE APPLICATION 
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A. Apply sheathing tape to joints between sheathing panels and at items penetrating 
sheathing.  Apply at upstanding flashing to overlap both flashing and sheathing.

END OF SECTION 
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SECTION 09310 - CERAMIC TILE 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and
Supplementary Conditions and Division 1  General Requirements, Specification
Sections, apply to this Section.

1.2 SUMMARY 

A. This Section includes the following:

1. Ceramic mosaic tile.
1) Installed as per F-116-02 over interior concrete slabs
2) Installed as per F- 142-02 over wood floors.
3) Installed as per W- 244-02 for walls.

2. Glazed wall tile.
1) Installed as per W- 244-02.

3. Stone thresholds installed as part of tile installations.
4. Metal edge strips installed as part of tile installations.

1.3 PERFORMANCE REQUIREMENTS 

A. Static Coefficient of Friction:  Provide products with the value of minimum 0.6. for level
surfaces as determined by testing identical products per ASTM C 1028:

1.4 SUBMITTALS 

A. Product Data:  For each type of product indicated.

B. Samples for Selection:  For each type of tile, accessory and grout indicated.

1. Samples for each type (and composition of tile), at least one full size.
2. Grout of type and in available colors, 6 inch long sample.
3. Full-size units of each type of trim and accessory for each color and finish

required].
4. Stone thresholds in 6-inch lengths.
5. Metal edge strips in 6-inch lengths.

C. Qualification Data:  For Installer.

1.5 QUALITY ASSURANCE 
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A. Source Limitations for Tile:  Obtain all tile of same type and color or finish from one 
source or producer. 

B. Source Limitations for Other Products:  Obtain other products specified in this Section 
through one source from a single manufacturer for each product: 

1.6 DELIVERY, STORAGE, AND HANDLING 

A. Deliver and store packaged materials in original containers with seals unbroken and 
labels intact until time of use.  Comply with requirement in ANSI A137.1 for labeling 
sealed tile packages. 

B. Store tile and cementitious materials on elevated platforms, under cover, and in a dry 
location. 

C. Store aggregates where grading and other required characteristics can be maintained 
and contamination avoided. 

D. Store emulsion adhesives in unopened containers and protected from freezing.

1.7 PROJECT CONDITIONS 

A. Environmental Limitations:  Do not install tile until construction in spaces is complete 
and ambient temperature and humidity conditions are maintained at the levels 
indicated in referenced standards and manufacturer's written instructions. 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. In other Part 2 articles where titles below introduce lists, the following requirements 
apply for product selection: 

1. Available Products:  Subject to compliance with requirements, products that may 
be incorporated into the Work include, but are not limited to, the products 
specified. 

2. Available Manufacturers:  Subject to compliance with requirements, 
manufacturers offering products that may be incorporated into the Work include, 
but are not limited to, the manufacturers specified. 

2.2 PRODUCTS, GENERAL 

A. ANSI Ceramic Tile Standard:  Provide tile that complies with ANSI A137.1, 
"Specifications for Ceramic Tile," for types, compositions, and other characteristics 
indicated. 

B. ANSI Standards for Tile Installation Materials:  Provide materials complying with ANSI 
standards referenced in "Setting and Grouting Materials" Article. 



Modernization Department      Standard Specification
HANO 05/02

 09310 - 3               CERAMIC TILE

C. Colors, Textures, and Patterns:  Where manufacturer's standard products are indicated 
for tile, grout, and other products requiring selection of colors, surface textures, 
patterns, and other appearance characteristics, provide specific products or materials 
as selected by Architect from manufacturer's full range: 

2.3 TILE PRODUCTS 

A. Available Manufacturers: 

1. American Olean; Div. of Dal-Tile International Corp. 
2. Crossville Ceramics Company, L.P. 
3. Florida Tile Industries, Inc. 
4. Interceramic. 
5. Metropolitan Ceramics. 
6. Porcelanite, Inc. 
7. Approved equal. 

B. Unglazed Ceramic Mosaic Tile:  Factory-mounted flat tile as follows: 

1. Composition:  Impervious natural clay or porcelain. 
2. Surface:  Smooth. 
3. Module Size:  2 by 2 inches. 
4. Nominal Thickness:  1/4 inch. 
5. Face:  Pattern of design selected, with cushion edges. 

C. Porcelain Tile:  Factory-mounted flat tile as follows: 

1. Composition:  Impervious porcelain. 
2. Module Size:  12 by 12 inches. 
3. Thickness:  1/4 inch. 
4. Face and Finish:  Pattern of design and finish as selected, with cushion edges.

D. Glazed Wall Tile:  Flat tile as follows: 

1. Module Size:  6 by 6 inches. 
2. Thickness:  5/16 inch. 
3. Face and Pattern:  As selected. 
4. Mounting:  Factory back-mounted. 

E. Glazed Wall Tile Trim Units:  Matching characteristics of adjoining flat tile and 
coordinated with sizes and coursing of adjoining flat tile.  Provide shapes as follows, 
selected from manufacturer's standard shapes: 

1. Base for Thin-Set Mortar Installations:  Straight, module size. 
2. Wainscot Cap for Thin-Set Mortar Installations:  Surface bullnose, module size.
3. External Corners for Thin-Set Mortar Installations:  Surface bullnose. 
4. Internal Corners:  Field-butted square corners except with coved base and cap 

angle pieces designed to fit with stretcher shapes. 

2.4 THRESHOLDS 
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A. General:  Fabricate to sizes and profiles indicated or required to provide transition
between adjacent floor finishes.

1. Bevel edges at 1:2 slope, aligning lower edge of bevel with adjacent floor finish.
Limit height of bevel to 1/2 inch or less, and finish bevel to match face of
threshold.

B. Granite Thresholds:  Uniform, medium-grained, white or gray stone without veining
complying with ASTM C 615, with polished finish.

2.5 SETTING AND GROUTING MATERIALS 

A. Available Manufacturers:

1. Bonsal, W. R., Company.
2. Bostik.
3. Custom Building Products.
4. DAP, Inc.
5. LATICRETE International Inc.
6. MAPEI Corporation.
7. Southern Grouts & Mortars, Inc.

B. Organic Adhesive:  ANSI A136.1, Type I.

C. Polymer-Modified Tile Grout:  ANSI A118.7, color as indicated.
1. Polymer Type:  Either ethylene vinyl acetate, in dry, redispersible form,

prepackaged with other dry ingredients, or acrylic resin or styrene-butadiene
rubber in liquid-latex form for addition to prepackaged dry-grout mix.
a. Sanded grout mixture for joints 1/8 inch and wider.

2.6 ELASTOMERIC SEALANTS 

A. General:  Provide manufacturer's standard chemically curing, elastomeric sealants of
base polymer and characteristics indicated.

B. Colors:  Provide colors of exposed sealants to match colors of grout in tile adjoining
sealed joints, unless otherwise indicated.

C. One-Part, Mildew-Resistant Silicone Sealant:  ASTM C 920; Type S; Grade NS;
Class 25; Uses NT, G, A, and, as applicable to nonporous joint substrates indicated, O;
formulated with fungicide, intended for sealing interior ceramic tile joints and other
nonporous substrates that are subject to in-service exposures of high humidity and
extreme temperatures.

1. Available Products:

a. Dow Corning Corporation; Dow Corning 786.
b. GE Silicones; Sanitary 1700.
c. Pecora Corporation; Pecora 898 Sanitary Silicone Sealant.
d. Tremco, Inc.; Tremsil 600 White.
e. Approved equal.
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2.7 MISCELLANEOUS MATERIALS 

A. Metal Edge Strips:  Angle or L-shape, height to match tile and setting-bed thickness,
metallic or combination of metal and PVC or neoprene base, designed specifically for
flooring applications, stainless steel; ASTM A 666, 300 Series exposed-edge material.

B. Tile Cleaner:  A neutral cleaner capable of removing soil and residue without harming
tile and grout surfaces, specifically approved for materials and installations indicated by
tile and grout manufacturers.

C. Grout Sealer:  Manufacturer's standard silicone product for sealing grout joints that
does not change color or appearance of grout.

1. Available Products:

a. Bonsal, W. R., Company; Grout Sealer.
b. Bostik; CeramaSeal Grout Sealer.
c. C-Cure; Penetrating Sealer 978.
d. Custom Building Products; Grout Sealer.
e. MAPEI Corporation; KER 003, Silicone Spray Sealer for Cementitious Tile

Grout.
f. Southern Grouts & Mortars, Inc.; Silicone Grout Sealer.
g. Summitville Tiles, Inc.; SL-15, Invisible Seal Penetrating Grout and Tile

Sealer.
h. TEC Specialty Products Inc.; TA-256 Penetrating Silicone Grout Sealer.

2.8 MIXING MORTARS AND GROUT 

A. Mix mortars and grouts to comply with referenced standards and mortar and grout
manufacturers' written instructions.

B. Add materials, water, and additives in accurate proportions.

C. Obtain and use type of mixing equipment, mixer speeds, mixing containers, mixing
time, and other procedures to produce mortars and grouts of uniform quality with
optimum performance characteristics for installations indicated.

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine substrates, areas, and conditions where tile will be installed, with Installer
present, for compliance with requirements for installation tolerances and other
conditions affecting performance of installed tile.

1. Verify that substrates for setting tile are firm; dry; clean; free of oil, waxy films,
and curing compounds; and within flatness tolerances required by referenced
ANSI A108 Series of tile installation standards for installations indicated.
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2. Verify that installation of grounds, anchors, recessed frames, electrical and 
mechanical units of work, and similar items located in or behind tile has been 
completed before installing tile. 

3. Verify that joints and cracks in tile substrates are coordinated with tile joint 
locations; if not coordinated, adjust joint locations in consultation with Architect.

B. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 PREPARATION 

A. Remove coatings, including curing compounds and other substances that contain 
soap, wax, oil, or silicone, that are incompatible with tile-setting materials. 

B. Provide concrete substrates for tile floors that comply with flatness tolerances specified 
in referenced ANSI A108 Series of tile installation standards. 

1. Fill cracks, holes, and depressions with trowelable leveling and patching 
compound according to tile-setting material manufacturer's written instructions.  
Use product specifically recommended by tile-setting material manufacturer.

2. Remove protrusions, bumps, and ridges by sanding or grinding. 

C. Blending:  For tile exhibiting color variations within ranges selected during Sample 
submittals, verify that tile has been factory blended and packaged so tile units taken 
from one package show same range of colors as those taken from other packages and 
match approved Samples.  If not factory blended, either return to manufacturer or 
blend tiles at Project site before installing. 

3.3 INSTALLATION, GENERAL 

A. ANSI Tile Installation Standards:  Comply with parts of ANSI A108 Series 
"Specifications for Installation of Ceramic Tile" that apply to types of setting and 
grouting materials and to methods indicated in ceramic tile installation schedules.

B. TCA Installation Guidelines:  TCA's "Handbook for Ceramic Tile Installation."  Comply 
with TCA installation methods indicated in ceramic tile installation schedules. 

C. Extend tile work into recesses and under or behind equipment and fixtures to form 
complete covering without interruptions, unless otherwise indicated.  Terminate work 
neatly at obstructions, edges, and corners without disrupting pattern or joint 
alignments. 

D. Accurately form intersections and returns.  Perform cutting and drilling of tile without 
marring visible surfaces.  Carefully grind cut edges of tile abutting trim, finish, or built-in 
items for straight aligned joints.  Fit tile closely to electrical outlets, piping, fixtures, and 
other penetrations so plates, collars, or covers overlap tile. 

E. Jointing Pattern:  Lay tile in grid pattern, unless otherwise indicated.  Align joints when 
adjoining tiles on floor, base, walls, and trim are same size.  Lay out tile work and 
center tile fields in both directions in each space or on each wall area.  Adjust to 
minimize tile cutting.  Provide uniform joint widths, unless otherwise indicated. 
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F. Lay out tile wainscots to next full tile beyond dimensions indicated. 

G. Stone Thresholds:  Install stone thresholds at locations indicated; set in same type of 
setting bed as abutting field tile, unless otherwise indicated. 

H. Joint Widths:  Install tile with 1/16 inch joint widths: 

I. Metal Edge Strips:  Install at locations indicated or where exposed edge of tile flooring 
meets carpet, wood, or other flooring that finishes flush with top of tile. 

3.4 CLEANING AND PROTECTING 

A. Cleaning:  On completion of placement and grouting, clean all ceramic tile surfaces so 
they are free of foreign matter. 

1. Remove grout residue from tile as soon as possible. 
2. Clean grout smears and haze from tile according to tile and grout manufacturer's 

written instructions.  Use only cleaners recommended by tile and grout 
manufacturers and only after determining that cleaners are safe to use by testing 
on samples of tile and other surfaces to be cleaned.  Protect metal surfaces and 
plumbing fixtures from effects of cleaning.  Flush surfaces with clean water 
before and after cleaning. 

B. When recommended by tile manufacturer, apply coat of neutral protective cleaner to 
completed tile walls and floors.  Protect installed tile work with kraft paper or other 
heavy covering during construction period to prevent staining, damage, and wear. 

C. Prohibit foot and wheel traffic from tiled floors for at least seven days after grouting is 
completed. 

D. Before final inspection, remove protective coverings and rinse neutral cleaner from tile 
surfaces. 

3.5 FLOOR TILE INSTALLATION SCHEDULE 

A. Tile Installation:  Interior floor installation on concrete; water-cleanable epoxy adhesive; 
TCA F116 and ANSI A108.4. 

B. Tile Installation:  Interior floor installation on wood; organic adhesive; TCA F142 and 
ANSI A108.4. 

3.6 WALL TILE INSTALLATION SCHEDULE 

A. Tile Installation:  Interior wall installation over cementitious backer units; thin-set 
mortar; TCA W244 and ANSI A108.5. 

END OF SECTION 
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SECTION 09912 - PAINTING  

PART 1 - GENERAL 

1.1 SUMMARY 

A. This Section includes surface preparation and field painting of exposed exterior and
interior items and surfaces. 

1.2 SUBMITTALS 

A. Product Data:  For each product indicated. 

B. Samples:  For each type of finish-coat material indicated. 

1.3 QUALITY ASSURANCE 

A. Benchmark Samples (Mockups):  Provide a full-coat benchmark finish sample for each 
type of coating and substrate required.  Comply with procedures specified in PDCA P5.

1. Wall Surfaces:  Provide samples on at least 100 sq. ft. 
2. Small Areas and Items:  Architect will designate items or areas required.
3. Final approval of colors will be from benchmark samples. 

1.4 PROJECT CONDITIONS 

A. Store materials not in use in tightly covered containers in a well-ventilated area at a 
minimum ambient temperature of 45 deg F.  Maintain storage containers in a clean 
condition, free of foreign materials and residue. 

B. Apply waterborne paints only when temperatures of surfaces to be painted and 
surrounding air are between 50 and 90 deg F. 

C. Apply solvent-thinned paints only when temperatures of surfaces to be painted and 
surrounding air are between 45 and 95 deg F. 

D. Do not apply paint in snow, rain, fog, or mist; or when relative humidity exceeds 85 
percent; or at temperatures less than 5 deg F above the dew point; or to damp or wet 
surfaces. 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 
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A. Available Products:  Subject to compliance with requirements, products that may be
incorporated into the Work include, but are not limited to, products listed in other Part 2
articles.

B. Manufacturers' Names:  Shortened versions (shown in parentheses) of the following
manufacturers' names are used in other Part 2 articles:

1. Benjamin Moore & Co. (Benjamin Moore).
2. ICI Dulux Paint Centers (ICI Dulux Paints).
3. Kelly-Moore Paint Co. (Kelly-Moore).
4. Mater Coatings Technologies, Inc. (Master Coatings).
5. PPG Industries, Inc. (Pittsburgh Paints).
6. Sherwin-Williams Co. (Sherwin-Williams).
7. Tnemec

2.2 PAINT MATERIALS, GENERAL 

A. Material Compatibility:  Provide block fillers, primers, and finish-coat materials that are
compatible with one another and with the substrates indicated under conditions of
service and application, as demonstrated by manufacturer based on testing and field
experience.

B. Material Quality:  Provide manufacturer's best-quality paint material of the various
coating types specified that are factory formulated and recommended by manufacturer
for application indicated.  Paint-material containers not displaying manufacturer's
product identification will not be acceptable.

C. Colors:  As selected from manufacturer's full range.

2.3 PREPARATORY COATS 

A. Concrete Unit Masonry Block Filler:  High-performance latex block filler of finish coat
manufacturer and recommended in writing by manufacturer for use with finish coat and
on substrate indicated.

B. Exterior Primer:  Exterior alkyd or latex-based primer of finish coat manufacturer and
recommended in writing by manufacturer for use with finish coat and on substrate
indicated.

1. Ferrous-Metal and Aluminum Substrates:  Rust-inhibitive metal primer.
2. Zinc-Coated Metal Substrates:  Galvanized metal primer.
3. Where manufacturer does not recommend a separate primer formulation on

substrate indicated, use paint specified for finish coat.

C. Interior Primer:  Interior latex-based or alkyd primer of finish coat manufacturer and
recommended in writing by manufacturer for use with finish coat and on substrate
indicated.

1. Ferrous-Metal Substrates:  Quick drying, rust-inhibitive metal primer.
2. Zinc-Coated Metal Substrates:  Galvanized metal primer.
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3. Where manufacturer does not recommend a separate primer formulation on 
substrate indicated, use paint specified for finish coat. 

2.4 EXTERIOR FINISH COATS 

A. Exterior Low-Luster Acrylic Paint: 

1. Benjamin Moore; Moorcraft Super Spec Low Lustre Latex House Paint No. 185.
2. ICI Dulux Paints; 2402-XXXX Dulux Professional Exterior 100 Percent Acrylic 

Satin Finish. 
3. Master Coating; Scuffmaster ScrubTough Polyurethane fortified eggshell coating. 
4. Pittsburgh Paints; 6-2000 Series SpeedHide Exterior House & Trim Satin--Acrylic 

Latex. 
5. Sherwin-Williams; A-100 Exterior Latex Satin House & Trim Paint A82 Series.
6. Approved equal. 

B. Exterior Full-Gloss Acrylic Enamel for Ferrous and Other Metals: 

1. Benjamin Moore; Moore's IMC Acrylic Gloss Enamel M28. 
2. ICI Dulux Paints; 3028-XXXX Dulux Interior/Exterior Acrylic Gloss Finish.
3. Pittsburgh Paints; 90-300 Series Pitt-Tech One Pack Interior/Exterior High 

Performance Waterborne High Gloss DTM Industrial Enamels. 
4. Sherwin-Williams; DTM Acrylic Coating Gloss (Waterborne) B66W100 Series. 
5. Approved equal. 

2.5 INTERIOR FINISH COATS 

A. Interior Flat Acrylic Paint: 

1. Benjamin Moore; Moorecraft Super Spec Latex Flat No. 275. 
2. ICI Dulux Paints; 1200-XXXX Dulux Professional Velvet Matte Interior Flat Latex 

Wall & Trim Finish. 
3. Pittsburgh Paints; 6-70 Line SpeedHide Interior Wall Flat-Latex Paint. 
4. Sherwin-Williams; ProMar 200 Interior Latex Flat Wall Paint B30W200 Series.
5. Approved equal. 

B. Interior Low-Luster Acrylic Enamel: 

1. Benjamin Moore; Moorcraft Super Spec Latex Eggshell Enamel No. 274.
2. ICI Dulux Paints; 1402-XXXX Dulux Professional Acrylic Eggshell Interior Wall & 

Trim Enamel. 
3. Master Coating; Scuffmaster ScrubTough Polyurethane fortified eggshell coating. 
4. Pittsburgh Paints; 6-400 Series SpeedHide Eggshell Acrylic Latex Enamel. 
5. Sherwin-Williams; ProMar 200 Interior Latex Egg-Shell Enamel B20W200 Series. 
6. Approved equal. 

C. Interior Semigloss Acrylic Enamel: 

1. Benjamin Moore; Moorcraft Super Spec Latex Semi-Gloss Enamel No. 276. 
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2. ICI Dulux Paints; 1406-XXXX Dulux Professional Acrylic Semi-Gloss Interior Wall 
& Trim Enamel. 

3. Pittsburgh Paints; 6-500 Series SpeedHide Interior Semi-Gloss Latex. 
4. Sherwin-Williams; ProMar 200 Interior Latex Semi-Gloss Enamel 

B31W200 Series. 
5. Approved equal. 

D. Interior Full-Gloss Alkyd Enamel for Gypsum Board: 

1. Benjamin Moore; Moore's IMC Urethane Alkyd Enamel No. M22. 
2. ICI Dulux Paints; 4308-XXXX Devguard Alkyd Industrial Gloss Enamel. 
3. Pittsburgh Paints; 7-814 Series Pittsburgh Paints Industrial Gloss-Oil 

Interior/Exterior Enamel. 
4. Sherwin-Williams; ProMar 200 Alkyd Gloss Enamel B35W200 Series. 
5. Approved equal. 

E. Interior Full-Gloss Alkyd Enamel for Wood and Metal Surfaces: 

1. Benjamin Moore; Moore's IMC Urethane Alkyd Enamel No. M22. 
2. ICI Dulux Paints; 4308-XXXX Devguard Alkyd Industrial Gloss Enamel. 
3. Pittsburgh Paints; 7-814 Series Pittsburgh Paints Industrial Gloss-Oil 

Interior/Exterior Enamel. 
4. Sherwin-Williams; ProMar 200 Alkyd Gloss Enamel B35W200 Series. 
5. Approved equal. 

PART 3 - EXECUTION 

3.1 APPLICATION  

A. 
surfaces to be painted. 

B. Coordination of Work:  Review other Sections in which primers are provided to ensure 
compatibility of the total system for various substrates.  On request, furnish information 
on characteristics of finish materials to ensure use of compatible primers. 

C. Remove hardware and hardware accessories, plates, machined surfaces, lighting 
fixtures, and similar items already installed that are not to be painted.  If removal is 
impractical or impossible because of size or weight of the item, provide surface-applied 
protection before surface preparation and painting. 

1. After completing painting operations in each space or area, reinstall items 
removed using workers skilled in the trades involved. 

D. Surface Preparation:  Clean and prepare surfaces to be painted according to 
manufacturer's written instructions for each particular substrate condition and as 
specified. 

1. Provide barrier coats over incompatible primers or remove and reprime. 
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2. Cementitious Materials:  Remove efflorescence, chalk, dust, dirt, grease, oils, 
and release agents.  Roughen as required to remove glaze.  If hardeners or 
sealers have been used to improve curing, use mechanical methods of surface 
preparation. 

3. Wood:  Clean surfaces of dirt, oil, and other foreign substances with scrapers, 
mineral spirits, and sandpaper, as required.  Sand surfaces exposed to view 
smooth and dust off. 

a. Scrape and clean small, dry, seasoned knots, and apply a thin coat of 
white shellac or other recommended knot sealer before applying primer.  
After priming, fill holes and imperfections in finish surfaces with putty or 
plastic wood filler.  Sand smooth when dried. 

b. Prime, stain, or seal wood to be painted immediately on delivery.  Prime 
edges, ends, faces, undersides, and back sides of wood, including 
cabinets, counters, cases, and paneling. 

c. If transparent finish is required, backprime with spar varnish. 
d. Seal tops, bottoms, and cutouts of unprimed wood doors with a heavy coat 

of varnish or sealer immediately on delivery. 

4. Ferrous Metals:  Clean ungalvanized ferrous-metal surfaces that have not been 
shop coated; remove oil, grease, dirt, loose mill scale, and other foreign 
substances.  Use solvent or mechanical cleaning methods that comply with 
SSPC's recommendations. 
a. Treat bare and sandblasted or pickled clean metal with a metal treatment 

wash coat before priming. 
b. Touch up bare areas and shop-applied prime coats that have been 

damaged.  Wire-brush, clean with solvents recommended by paint 
manufacturer, and touch up with same primer as the shop coat. 

5. Galvanized Surfaces:  Clean galvanized surfaces with nonpetroleum-based 
solvents so surface is free of oil and surface contaminants.  Remove 
pretreatment from galvanized sheet metal fabricated from coil stock by 
mechanical methods. 

E. Material Preparation: 

1. Maintain containers used in mixing and applying paint in a clean condition, free of 
foreign materials and residue. 

2. Stir material before application to produce a mixture of uniform density.  Stir as 
required during application.  Do not stir surface film into material.  If necessary, 
remove surface film and strain material before using. 

F. Exposed Surfaces:  Include areas visible when permanent or built-in fixtures, grilles, 
convector covers, covers for finned-tube radiation, and similar components are in 
place.  Extend coatings in these areas, as required, to maintain system integrity and 
provide desired protection. 

1. Paint surfaces behind movable equipment and furniture the same as similar 
exposed surfaces.  Before final installation of equipment, paint surfaces behind 
permanently fixed equipment or furniture with prime coat only. 

2. Paint interior surfaces of ducts with a flat, nonspecular black paint where visible 
through registers or grilles. 

3. Paint back sides of access panels and removable or hinged covers to match 
exposed surfaces. 
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4. Finish exterior doors on tops, bottoms, and side edges the same as exterior 
faces. 

G. Sand lightly between each succeeding enamel or varnish coat. 

H. Scheduling Painting:  Apply first coat to surfaces that have been cleaned, pretreated, 
or otherwise prepared for painting as soon as practicable after preparation and before 
subsequent surface deterioration. 

1. Omit primer over metal surfaces that have been shop primed and touchup 
painted. 

2. If undercoats, stains, or other conditions show through final coat of paint, apply 
additional coats until paint film is of uniform finish, color, and appearance. 

I. Application Procedures:  Apply paints and coatings by brush, roller, spray, or other 
applicators according to manufacturer's written instructions. 

J. Minimum Coating Thickness:  Apply paint materials no thinner than manufacturer's 
recommended spreading rate.  Provide total dry film thickness of the entire system as 
recommended by manufacturer. 

K. Block Fillers:  Apply block fillers to concrete masonry block at a rate to ensure 
complete coverage with pores filled. 

L. Prime Coats:  Before applying finish coats, apply a prime coat, as recommended by 
manufacturer, to material that is required to be painted or finished and that has not 
been prime coated by others.  Recoat primed and sealed surfaces where evidence of 
suction spots or unsealed areas in first coat appears, to ensure a finish coat with no 
burn-through or other defects due to insufficient sealing. 

M. Pigmented (Opaque) Finishes:  Completely cover surfaces as necessary to provide a 
smooth, opaque surface of uniform finish, color, appearance, and coverage.  
Cloudiness, spotting, holidays, laps, brush marks, runs, sags, ropiness, or other 
surface imperfections will not be acceptable. 

N. Stipple Enamel Finish:  Roll and redistribute paint to an even and fine texture.  Leave 
no evidence of rolling, such as laps, irregularity in texture, skid marks, or other surface 
imperfections. 

3.2 CLEANING AND PROTECTING 

A. At the end of each workday, remove empty cans, rags, rubbish, and other discarded 
paint materials from Project site. 

B. Protect work of other trades, whether being painted or not, against damage from
painting.  Correct damage by cleaning, repairing or replacing, and repainting.  

C. Provide "Wet Paint" signs to protect newly painted finishes.  After completing painting 
operations, remove temporary protective wrappings provided by others to protect their 
work. 
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1. After work of other trades is complete, touch up and restore damaged or defaced 
painted surfaces.   

3.3 EXTERIOR PAINT SCHEDULE 

A. Concrete, Stucco, and Masonry (Previously painted surfaces): 

1. Acrylic Finish:  Two finish coats. 
a. Finish Coats:  Exterior low-luster acrylic paint. 

B. Concrete, Stucco, and Concrete Unit Masonry (New construction): 

1. Acrylic Finish:  One finish coat over a block filler at concrete masonry units; Two 
finish coats at Concrete and Stucco.. 

a. Block Filler:  Concrete unit masonry block filler. 
b. Finish Coats:  Exterior low-luster acrylic paint.  

C. Smooth Wood Trim : 

1. Alkyd-Enamel Finish:  One finish coat over a primer, delete primer at previously 
painted surfaces, use two finish coats.   

a. Primer:  Exterior wood primer for alkyd enamels. 
b. Finish Coats:  Exterior full-gloss alkyd enamel. 

D. Ferrous Metal: 

1. Alkyd-Enamel Finish:  One finish coat over a rust-inhibitive primer at new 
construction, two finish coats at previously painted metal. 

a. Primer:  Exterior ferrous-metal primer (not required on shop-primed items).
b. Finish Coats:  Exterior full-gloss alkyd enamel. 

E. Zinc-Coated Metal (New construction): 

1. Alkyd-Enamel Finish:  One finish coat over a galvanized metal primer. 

a. Primer:  Exterior galvanized metal primer. 
b. Finish Coats:  Exterior full-gloss alkyd enamel. 

F. Zinc-Coated Metal (Previously painted): 

1. Alkyd-Enamel Finish:  Two finish coats. 
a. Finish Coats:  Exterior full-gloss alkyd enamel. 

3.4 INTERIOR PAINT SCHEDULE 

A. Concrete and Masonry (Other Than Concrete Unit Masonry): 

1. Acrylic Finish:  One finish coat over a primer. 

a. Primer:  Interior concrete and masonry primer. 
b. Finish Coats:  Interior flat acrylic paint. 

B. Concrete Unit Masonry (New construction): 
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1. Acrylic Finish:  Two finish coats over a block filler. 

a. Block Filler:  Concrete unit masonry block filler. 
b. Finish Coats:  Interior flat acrylic paint. 

C. Gypsum Board: 

1. Acrylic Finish:  One finish coat (at previously painted gypsum board only); Two 
finish coats (at new construction only) over a primer. 

a. Primer:  Interior gypsum board primer. 
b. Finish Coats:  Interior low-luster acrylic enamel paint. 

2. Alkyd-Enamel Finish (Baths and Kitchens):  Two finish coats over a primer at 
new construction; one finish coat over a primer at previously painted gypsum 
board. 

a. Primer:  Interior gypsum board primer. 
b. Finish Coats:  Interior semigloss alkyd enamel. 

D. Wood: 

1. Alkyd-Enamel Finish:  Two finish coats over a primer. 

a. Primer:  Interior wood primer for semigloss alkyd-enamel finishes. 
b. Finish Coats:  Interior full-gloss alkyd enamel for wood. 

E. Zinc-Coated Metal: 

1. Alkyd-Enamel Finish:  Two finish coats over a primer. 

a. Primer:  Interior zinc-coated metal primer. 
b. Finish Coats:  Interior semigloss alkyd enamel. 

END OF SECTION 
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“NO BID” RESPONSE FORM 
If you do not wish to bid/submit a bid on this solicitation, please provide written notification of your decision. Your 
responses assist with planning future solicitations. Please indicate below in the appropriate area the reason(s) for 
your decision and return this page. Responses do not prohibit you from receiving future opportunities unless you 
request to be removed from future communications. This form may be returned to the address listed below, emailed 
to procurement@hano.org, or faxed to 504-286-8224. 
Check all that apply:

I am submitting a “No Bid” at this time. 
Please keep my name on the Agency’s Bidder’s List. 

 
o Too busy at this time 
o Job too small 
o Job too large 
o Territory too large to cover 
o Cannot meet delivery requirements 
o I cannot meet the Terms and Conditions of the solicitation because: 
o I do not provide products/services of this nature. 
o Insufficient time to respond to solicitation 
o Unable to meet bond/insurance requirements 
o Specifications too restrictive. Please explain: 

o Specifications unclear. Please explain: 

o Other:   

Please remove my name from this product/service category. I wish to submit a revised Vendor Registration 
Form. You may receive a copy by email by contacting Procurement at procurement@hano.org . 

I no longer wish to do business with Housing Authority of New Orleans. Please remove my name from the 
Agency’s Source List(s). 

 

Name of Company Date

Printed Name of Authorized Representative Phone Number 

Signature of Authorized Representative Email

Please return this completed form to: 
Housing Authority of New Orleans 

Procurement & Contracts Department 
4100 Touro St. 

New Orleans, LA 70122 
Email: procurement@hano.org Fax: 504-286-8224 
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FORM OF BID 
(ATTACHMENT A) 

(This Form must be fully completed and included in the “hard copy “as a required bid submittal.)
Instructions: Unless otherwise specifically required, the items listed below must be completed and included in the 
bid submittal. Please complete this form by marking an “X,” where provided, to verify that the referenced 
completed form or information has been included within the “hard copy” bid submittal submitted by the bidder. 
Also, complete the Section 3 Statement and the Bidder’s Statement as noted below: 

 
X=ITEM INCLUDED SUBMITTAL ITEMS (One original and Three copies of each bid, including one with 

original signatures) 
1 Form of Bid (Attachment A)
2 Form HUD-5369-A (Attachment I)
3 Form SF-LLL (Disclosure of Lobbying Activities (Attachment -I-1)
4 Form HUD-50071 (Certification of Payments to Influence Federal              
Transactions (Attachment I-2) 
5 Form HUD-50070 – (Certification of a Drug-Free Workplace (Attachment I-3)

 6 Profile of Firm Form (Attachment B) 
 7 Entry of Proposed Fees (Louisiana Uniform Public Work Bid Form 

(Attachment Q)
 8 Acknowledgment of Addenda (Attachment D)  
 9 Equal Employment Opportunity Statement/Supplier Diversity (EEO 

Statement on Company Letterhead)
 10 Certification of Contractor Non-Exclusion (Attachment E)
 11 Subcontractor/Joint Venture Information-If no Subs, you MUST include a 

statement indicating you will not use Sub-Contractors.
 12 Section 3 Business Preference Documentation (Attachment N)
 13 Statement of Bidder’s Qualifications (Attachment P) 
 14 Vendor Registration Form (Attachment M) 

15 Corporate Resolution (Attachment L)
_________ 16   Core List of Employees
_________ 17   Bid Bond, no less than 5% of base bid amount (Attachment G-sample)

SECTION 3 STATEMENT 
Are you claiming a Section 3 business preference? YES or NO  .  If “YES,” pursuant to the Section 3 portion within 
the Conditions and Specifications, and pursuant to the documentation justifying such, which priority are you
claiming?  . 
BIDDER’S STATEMENT
The undersigned bidder hereby states that by completing and submitting this Form and all other documents within 
this bid submittal, he/she is verifying that all information provided herein is, to the best of his/her knowledge, true 
and accurate, and that if the HA discovers that any information entered herein to be false, such shall entitle the HA 
to not consider or make award or to cancel any award with the undersigned party. Further, by completing and 
submitting the bid submittal, and by entering and submitting the costs where provided within the noted Internet 
System, the undersigned bidder is thereby agreeing to abide by all terms and conditions pertaining to this IFB as 
issued by the HA, either in hard copy or on the noted Internet System, including an agreement to execute the 
attached Sample Contract form. Pursuant to all IFB Documents, this Form of Bid, and all attachments, and pursuant 
to all completed Documents submitted, including these forms and all attachments, the undersigned proposes to 
supply the HA with the services described herein for the fee(s) entered within the areas provided within the noted 
Internet System pertaining to this IFB. 

Signature Date Printed Name Company 
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PROFILE OF FIRM FORM 
(Attachment B) 

Does the Contractor intend to hire Sub-Contractors? Yes_____ No_____ If yes, this form MUST be submitted for EACH  
Sub-Contractor. 

(This Form must be fully completed and included in the “hard copy” as a required bid submittal.)

(1) Prime  Sub-contractor  (This form must be completed by and for each). 

(2) Name of Firm: Telephone: Fax: 

(3) Street Address, City, State, Zip:   

(4) Please attach a brief biography/resume of the company, including the following information:
(a) Year Firm Established; (b) Year Firm Established in [JURISDICTION]; (c) Former Name and Year 
Established (if applicable); (d) Name of Parent Company and Date Acquired (if applicable). 

(5) Identify Principals/Partners in Firm (submit under Tab No. 5 a brief professional resume for each): 
NAME TITLE % OF 

OWNERSHIP
   

   

   

   

(6) Identify the individual(s) that will act as project manager and any other supervisory personnel that will work 
on project; please submit under Tab No. 5 a brief resume for each. (Do not duplicate any resumes required 
above): 

NAME TITLE
  

  

  

  

(7) Bidder Diversity Statement: You must circle all of the following that apply to the ownership of this firm and enter 
where provided the correct percentage (%) of ownership of each: 

 Caucasian   Public-Held  Government  Non-Profit 
American (Male) Corporation  Agency  Organization 
 %   %   %   % 

Resident- (RBE), Minority- (MBE), or Woman-Owned (WBE) Business Enterprise (Qualifies by virtue of 51% or 
more ownership and active management by one or more of the following: 

Resident-   African **Native Hispanic Asian/Pacific  Hasidic Asian/Indian 
Owned* American  American  American American Jew  American 

  %   %   %   %   %  %   % 

Woman-Owned Woman-Owned Disabled Other (Specify): 
(MBE) (Caucasian) Veteran 
  %   %   %   % 

WMBE Certification Number (if known):     
Certified by (Agency):   

Signature Date Printed Name Company 
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PROFILE OF FIRM FORM
(Attachment B)

(This Form must be fully completed and submitted in “hard copy” as a required bid submittal.) 
 

(8) Federal Tax ID No.:   

(9) [APPROPRIATE JURISDICTION] Business License No.:

(10) State of  License Type and No.:   

(11) Worker’s Compensation Insurance Carrier:
Policy No.:  Expiration Date:  

(12)General Liability Insurance Carrier:
Policy No.  Expiration Date:   

(13) Professional Liability Insurance Carrier:      
Policy No.  Expiration Date:   

(14) Debarred Statement: Has  this  firm, or any  principal(s)  ever  been  debarred  from providing any services by the  
Federal  Government,  any state government, the State of  , or any local government agency within 
or without the State of  ? Yes  No  
If "Yes," please attach a full detailed explanation, including dates, circumstances and current status. 

 
(15) Disclosure Statement: Does this firm or any principals thereof have any current, past personal or professional 

relationship with any Commissioner or Officer of the HA? Yes  No  
If "Yes," please attach a full detailed explanation, including dates, circumstances and current status. 

 
(16) Non-Collusive Affidavit: The undersigned party submitting this bid hereby certifies that such bid is genuine and 

not collusive and that said bidder entity has not colluded, conspired, connived or agreed, directly or indirectly, 
with any bidder or person, to put in a sham bid or to refrain from proposing, and has not in any manner, directly 
or indirectly sought by agreement or collusion, or communication or conference, with any person, to fix the bid 
price of affiant or of any other bidder, to fix overhead, profit or cost element of said bid price, or that of any other 
bidder or to secure any advantage against the HA or any person interested in the proposed contract; and that all 
statements in said bid are true. 

 
(17) Verification Statement: The undersigned bidder hereby states that by completing and submitting this form he/she 

is verifying that all information provided herein is, to the best of his/her knowledge, true and accurate, and 
agrees that if the HA discovers that any information entered herein is false, that shall entitle the HA to not 
consider nor make award or to cancel any award with the undersigned party. 

 
 

Signature Date Printed Name Company 
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SUPPLEMENTAL CONDITIONS

  

      The Contractor shall possess a major classification in Building Construction 
 

The following supplements and/or modifies the “General Conditions for Construction Contracts,” form 
HUD-5370 EZ: 

Time of Completion. The Contractor shall commence work under this contract at the time stipulated in the 
written “Notice to Proceed” (NTP) issued by the local authority. The Contractor shall complete the work in 
60 calendar days. The work shall be considered complete only when the Local Authority has issued its 
formal “Certificate of Acceptance”. 

 
Liquidated Damages 

The cost per day in Liquidated Damages for delay on completion of this project is $392.00. 

Contract Type 

The contract resulting from this IFB shall be a fixed price contract. Removal and Replacement of tubs and a 
shower shall be paid at fixed rates, in accordance with the contractor’s Base Bid, pending HUD funding.  

Davis Bacon 

Davis Wage Rates are in effect for this project. 
 
Bonding  
 
All bids must be accompanied by a bid bond/guarantee, which shall be in the form of a certified check, 
cashier’s check, or bid bond for not more than five percent of the contract price of work to be done, as 
evidence of good faith of the bidder. 
 
The awarded bidder will be required to provide a performance bond in an amount not less than one-half of 
the amount of the contract, for faithful performance of their duties. 

Employment, Training and Contracting Policy 

PART I- POLICY, PURPOSE, REQUIREMENTS, DEFINITIONS 
 

A. INTRODUCTION AND SUMMARY 
B. DEFINITIONS 
C. HANO SECTION 3 & DBE/WBE POLICY STATEMENTS 
D. SECTION 3 NEW HIRE AND CONTRACTING REQUIREMENTS 
E. DBE/WBE CONTRACT REQUIREMENTS

PART II- PROCUREMENT & CONTRACTOR REQUIREMENTS AND PROCEDURES 
 

A. SECTION 3 CONTRACTING PROCEDURES. 
B. DBE/WBE CONTRACTING PROCEDURES 
C. REPORTING OPEN POSITIONS
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PART III – COMPLIANCE REQUIREMENTS
 

A. COMPLIANCE REQUIREMENTS FOR HIRING & CONTRACTING 
B. PROJECT LABOR AGREEMENTS OR COMMUNITY WORKFORCE AGREEMENTS 

PART IV – TRAINING REQUIREMENTS 
 

A. TRAINING AND INTERNSHIP REQUIREMENTS 

PART V – CONTRACTING AND COMPLIANCE FORMS
 

A. SECTION -3 INDIVIDUAL VERIFICATION FORM 
B. SECTION -3 EMPLOYMENT ACTION PLAN 
C. SECTION -3 TRAINING ACTION PLAN 
D. CONTRACTING ACTION PLAN FOR SECTION 3/DBE/WBE 
E. LIST OF CORE EMPLOYEES 
F. CONTRACTING SCHEDULE 
G. SECTION -3 EMPLOYMENT AND TRAINING SCHEDULE 
H. LETTER OF INTENT 
I. STATEMENT OF UNDERSTANDING 
J. CONTRACTORS SECTION -3 EMPLOYMENT AND TRAINING COMPLIANCE REPORT 
K. EMPLOYER PAID TRAINING REPORT 
L. SECTION -3 MANHOUR REPORT 
M. CONTRACTING COMPLIANCE REPORT 
N. EMPLOYMENT ASSESSMENT 

Invoicing 

Invoices shall be submitted monthly to the Department of Finance with a copy to the Modernization and 
Development Department. The invoice shall provide an invoice number, service dates, purchase order 
number, Task Order number, and a description of services provided and the name/title of employee who 
rendered the services. Invoices shall be submitted on the contractor’s own invoice form. 

 
Payments 

 
All vendors should submit invoices to the Finance Department on or before the days listed below. All 
vendor invoices are due on the 1st or 15th of the month. Invoice payments are as follows: 

 
Invoices received on the 16th of the current month thru the 1st day of the next month will be paid on the 1st of 
the following month. 

 
Example: An invoice received on August 27th will be processed commencing September 1st and 
paid on October 1st. 

 
Invoices received on the 2nd of the current month thru the 15th of the current month will be paid on the 15th of 
the following month. 

 
Example: An invoice received on August 4th will be processed commencing August 15th and 
paid on September 15th. 
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Request for Taxpayer Number and Certification (W-9) 
The respondent(s) shall provide a copy of its Request for Taxpayer Number and Certification (W-9) at the 
time and date specified by the Authority. 
 
Public Access to Procurement Information/Confidentiality 

All information submitted in response to a solicitation issued by the Housing Authority of New Orleans 
(HANO) shall remain confidential until after final approval by HANO’s Board of Commissioners and/or 
the United States Department of Housing and Urban Development (HUD). HANO’s policy regarding public 
access is in strict accordance with the guidelines set forth in its Procurement Policy, Section 5.3.4, HUD 
Handbook 7460.8 REV 2, Section 1.6, Public Access to Procurement Information and Section 7.2 (J) 
Confidentiality. Furthermore, pursuant to Louisiana Revised Statute 40:526(8), HANO shall not disclose 
information submitted to HANO in confidence in response t this IFB, and not otherwise required by law to 
be submitted, where such information should reasonably be considered confidential. 

 
Indemnification 

 
The successful Respondent(s) will be required to protect, defend, indemnify, keep, save, and hold HANO, 
its officers, officials, employees and agents free and harmless from and against any and all liabilities, losses, 
penalties, damages, settlements, environmental liability, costs, charges, professional fees or other expenses 
or liabilities of every kind, nature and character arising out of or relating to any and all claims, liens, 
demands, obligations, actions, suits, judgments or settlements, proceedings or causes of action of every kind, 
nature and character (collectively, “claims”) in connection with or arising directly or indirectly out of the 
acts or omissions and/or the performance thereof by the successful Respondent, its officers, officials, agents, 
employees, and subcontractors, including, but not limited to, the enforcement of the indemnification 
provision. The successful Respondent(s) will be further required to investigate, handle, respond to, provide 
defense for and defend all suits for any and all claims, at its sole expense and agrees to bear all other costs 
and expenses related thereto, even if the claims are considered groundless, false or fraudulent. 
HANO will have the right, at its option and at its expense, to participate in the defense of any suit, without 
relieving the successful Respondent of any of its obligations under this indemnity provision. The 
indemnities to be set forth in the contract resulting from this IFB will survive the expiration or termination 
of that contract. 

 
Rights, Use, and Ownership of Assessment Materials 

Assessment materials generated as a result of performing the Scope of Services contained in this contract 
shall be confidential proprietary and shall be for the exclusive use and ownership of The Housing Authority 
of New Orleans. Such materials shall include, but not be limited to data, cost estimates, and reports 
generated that contain descriptive and/or identifying information regarding individual properties owned 
by HANO and/or HANO’s portfolio of properties. Such materials shall not be shared, signed, sold or 
disclosed to parties other than those named on the contract without the express written permission of the 
Housing Authority of New Orleans’ Contracting Officer. Any violations of this provision shall be considered 
a breach of, and grounds for immediate termination in accordance with the General Contract Conditions, 
HUD Form 5370-C, Paragraph 4, Termination for Convenience and Default. 
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Ethics Policy 

The selected Respondent shall abide by the applicable provisions of the Housing Authority of New Orleans’ 
Ethics Policy and State of Louisiana Ethics Code. 

Third Party Claims on Software 

HANO shall be held harmless from any third-party legal claims involving the use by HANO of any software 
product or technique provided by the selected Respondent. 

Licenses and Certifications 

The successful Respondent shall possess all of the required State and Local licenses and certifications 
required to perform work of the type required by this contract in the City of New Orleans. In addition, the 
Respondent shall comply with all laws, ordinances and regulations applicable to the services contemplated 
herein. Respondents are presumed to be familiar with all federal, state and local laws, ordinances, codes, 
rules and regulations that may in any way affect the delivery of services. 

The project shall be awarded only to contractors who are licensed under State of Louisiana Contractors 
License Law La. R.S. 37:2150-2192 with a major classification in Building Construction/Roofing. 

Contractual Obligations 

At any time, should the proposed services require the use of products or services of another company, 
such services shall be disclosed, and HANO will hold the selected respondent(s) responsible for the 
proposed services. 

Certification of Legal Entity 

Prior to execution of the Contract Agreement, the Respondent shall certify that joint ventures, partnerships, 
team agreements, new corporations or other entities that either exist or will be formally structured are, or 
will be legal and binding under Louisiana law. 

Certifications 

In submitting the bid, the Respondent is indicating a willingness to comply with all terms and conditions of 
the IFB, including but not limited to those set forth in HUD Form 5370-C, General Contract Conditions, 
Non-Construction, and these Supplemental Conditions. 

Personnel 

In submitting their bids, Respondents are representing that the personnel described in their bids shall be 
available to perform the services described for the duration of the contract period, barring illness, accident 
or other unforeseeable events of a similar nature in which cases the Respondent must be able to provide a 
qualified replacement. Such representation shall be valid for a minimum of 120 calendar days after the bid 
due date and time. Furthermore, all personnel shall be considered to be, at all times, the sole employees of 
the Respondent under its sole direction, and not employees or agents of HANO. 
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Respondent Status 
 

The successful Respondent will be held to be an independent Consultant and will not be an employee of 
HANO. 

 
Assignment 

The successful Respondent shall not enter into any subcontracts, retain consultants, or assign, transfer, 
convey, sublet, or otherwise delegate its obligations under the contract resulting from this IFB, or any of its 
rights, title or interest therein, or its power to execute such contract to any person, company or corporation 
without the prior written consent and approval of the HANO. 

Advertising 

In submitting a bid, the successful Respondent agrees not to use the results from it as a part of any 
commercial advertising. HANO does not permit law firms to advertise or promote the fact of their 
relationship with HANO in the course of marketing efforts, unless HANO specifically agrees otherwise. 

 
Media Relations 

The Contractor shall not make public comment on HANO matters without express written approval from 
HANO’s Director of Communications. All media inquiries shall be referred to the Administrative Receiver 
and to the Director of Communications. 

 
Assumption of Risk 

Contractor is aware and acknowledges that HANO has no knowledge and/or duty to investigate the 
physical condition of any prospective property and/or the health conditions of any prospective property 
owners and/or occupants, including but not limited to tenants, subtenants, invitees, assignees, and/or any 
other person that has entered and/or lived in a prospective property. Contractor hereby agrees to assume 
any and all risk(s) associated with any potential infectious diseases, viruses, or the like, including but not 
limited to COVID-19 (Novel Coronavirus Disease), that may be present in a prospective property and/or a 
prospective property's owner(s) and/or occupant(s). Contractor agrees, acknowledges, and assumes all 
potential risks, including risk of infection, transmission, and/or contraction of any infectious disease, virus, 
and/or illness, to view and/or enter a prospective property. Contractor further agrees to hold harmless and 
release HANO, including any and all agents, assigns, and/or successors, from any and all liability and/or 
potential claims, whether from Contractor or third party, arising from and/or in any way related to 
Contractor's alleged infection, transmission, and/or contraction of any infectious disease, virus, and/or 
illness from a prospective property, except any claim and/or cause of action arising from HANO’s gross 
negligence and/or willful misconduct. 
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ACKNOWLEDGEMENT OF 
ADDENDA (ATTACHMENT D) 

Respondent has received the following Addenda, receipt of which is hereby acknowledged:

Addendum Number:   Date Received:   

Addendum Number:   Date Received:   

Addendum Number: Date Received:

Addendum Number: Date Received:

(Company Name) 

(Signature) 

(Printed or Typed Name) 
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CERTIFICATION OF CONTRACTOR NON-EXCLUSION
 

This certification applies to a sole proprietor or any bidding entity or any individual partner, incorporator, 
director, manager, officer, organizer, or member, who has at least 10% ownership in the bidding entity, for 
consideration for award of contracts, in accordance with LA R.S. 38:2227. 

A conviction of or plea of guilty or no contest to the following state crimes or equivalent federal crimes shall 
permanently bar any person or the bidding entity from bidding on public projects: 

 
(a) Public bribery 
(b) Corrupt Influencing 
(c) Extortion 
(d) Money laundering 

 
A conviction of or plea of guilty or no contest to the following state crimes or equivalent federal crimes shall 
bar any person or the bidding entity from bidding on public projects for a period of five years from the date 
of conviction or from the date of the entrance of the plea of guilty or no contest: 

(a) Theft 
(b) Identity theft 
(c) Theft of a business record 
(d) False accounting 
(e) Issuing worthless checks 
(f) Bank fraud 
(g) Forgery 
(h) Contractors; misapplication of payments 
(i) Malfeasance in office 

 
The five-year prohibition shall apply only if the crime was committed during the solicitation or execution of 
a contract or bid awarded pursuant to the provisions of LA R.S. Title 38, Chapter 10 – Public Contracts. 

 
Should information be discovered about a bidding entity that would be cause for debarment, suspension, 
exclusion, or determination of ineligibility for award of a contract, HANO shall report and submit 
supporting documentation to the applicable regulatory agency. 

 
I hereby attest that I have not been convicted of or have not entered a plea of guilty or nolo contender to any 
of the crimes listed above or equivalent crimes. 

(Print) (Date) 

(Signature) 



INVITATION FOR BIDS (IFB) No. 24-912-12 Removal and Replacement of Showers and Tubs at Guste III

HOUSING AUTHORITY OF NEW ORLEANS, LA

Attachment F
E-Verification 

Affidavit
(Only required post-bid by awarded 

bidder)



INVITATION FOR BIDS (IFB) No. 24-912-12 Removal and Replacement of Showers and Tubs at Guste III

HOUSING AUTHORITY OF NEW ORLEANS, LA 

E-VERIFICATION AFFIDAVIT

(Employer)

STATE OF 

CITY/COUNTY OF 

I, Being duly sworn, attests and says that: 
(Authorized Signatory) 

a private organization, 
(Name of Private Company/Employer) 

duly registered in the aforementioned state and contracted to perform work within the State of Louisiana, 
herein attests that I/we (the employer) are in compliance with the United States Department of Homeland 
Security’s “E-Verify” program, which is mandated pursuant to La RS 38:2212.10. I further attest that I/we 
are registered in a status verification system to verify that all new employees in my/our (the employer) 
employ are legal citizens of the United States or are legal aliens. Further, I/we shall continue to utilize a 
status verification system to confirm the legal status of all new employees assigned to this project during the 
term of this contract. In further compliance with the Immigration Reform and Immigrant Responsibility Act 
of 1996 administrated by the U.S. Department of Homeland Security, I/we shall require all subcontractors 
to submit to me/us (the employer) a sworn affidavit verifying its compliance with the Immigration Reform 
and Immigrant Responsibility Act of 1996, 8 U.S.C. 1324(a). 

Signature of 

(Authorized Signatory)

(Printed Name/Title of Authorized Signatory)

Sworn to and subscribed before me: 

This  day of  , 20 . 

Notary Public 

My Commission Expires 
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SAMPLE FORM OF BID BOND 

BID BOND 
 
KNOW ALL MEN BY THESE PRESENTS: 
 
That we,        as Principal, hereinafter called the 
Principal, and          a corporation duly organized 
under the laws of the  
State of Louisiana, as Surety, are held and firmly bound unto the Housing Authority of New 
Orleans (HANO), for the sum of     Dollars ($   ), for the 
payment of which sum well and truly to be made, the said Principal and the said Surety bind 
ourselves, our heirs, executors, administrators, successors, and assigns, jointly and severally, 
firmly be these presents. 

 WHEREAS, the Principal has submitted a bid for        
 
       Located at       
    (Identify project by number and brief description) 
 
NOW THEREFORE, if the HANO shall accept the bid of the Principal and the Principal shall enter 
into a contract with the HANO in accordance with the terms of such bid, and give such bond or 
bonds as may be specified in the bidding or Contract Documents with good and sufficient surety 
for the faithful performance of such contract and for the prompt payment of labor and material 
furnished in the prosecution thereof, or in the event of the failure of the Principal to enter such 
Contract and give such bond or bonds, if the Principal shall pay to the HANO the difference not to 
exceed the penalty hereof between the amount specified in said bid and such larger amount for 
which the HANO may in good faith contract with another party to perform work covered by said 
bid or an appropriate required amount as specified in the Invitation for Bids, the foregoing to 
include any other purposes or items set out in, and to be subject to, provisions of La. R.S. 38:2241; 
38:2216, as amended, then this obligation shall be null and void; otherwise to remain in full force 
and effect. 
 
IN WITNESS WHEREOF, the Principal and Surety have hereto set their hands and seals, this 
day of     , 20  . 
 
PRINCIPAL        SURETY 
 
             
(Name and Seal)       (Attorney-in-Fact) 
 
ATTEST:      
 
ATTEST:      
 
 

 
 
 
 



INVITATION FOR BIDS (IFB) No. 24-912-12 Removal and Replacement of Showers and Tubs at Guste III

HOUSING AUTHORITY OF NEW ORLEANS, LA

Attachment H
Performance and 

Payment Bond 
Sample Form 

(only required post-bid from 
awarded bidder)



INVITATION FOR BIDS (IFB) No. 24-912-12 Removal and Replacement of Showers and Tubs at Guste III

HOUSING AUTHORITY OF NEW ORLEANS, LA 

PERFORMANCE AND PAYMENT BOND (OR BONDS) 

CITY OF: STATE OF: LOUISIANA 

PARISH OF: PROJECT NO:

KNOW ALL MEN BY THESE PRESENTS:  That we, the undersigned: 

Of the City of Parish of , State of 

As Principal, and     , duly authorized under the Laws of the State of Louisiana to 

act as surety on bonds for the Principals, and as SURETY, are held and firmly bound unto the HOUSING 

AUTHORITY of the City of NEW ORLEANS, in Louisiana, a public body corporate and politic, created under and 

by virtue of the Laws of the State of Louisiana, (hereinafter referred to as the Local Authority) and to 

subcontractors, workmen, laborers, mechanics, furnishers of materials, and to all others entitled to protection 

under public Contract Bonds in accordance with the Laws of this State, the provisions of such Laws being 

incorporated herein by reference as their interest may appear, all of whom shall have the right to sue upon this 

Bond in the penal sum of: 

 ($ ) 

THE CONDITION OF THIS OBLIGATION IS SUCH THAT, WHEREAS, 

The above bounded Principal has on the     day of    , 20 , by an Instrument 

in writing, entered into a Contract with the Local Authority to furnish all materials, labor, tools, equipment, 

supervision, and other accessories, and to do all work necessary to complete the requirements within the Plans 

and Specifications for:           , and 

Addenda thereto, numbered     Dated:       and, which said 

Specifications, Addenda and Drawings are incorporated herein by reference, and made a part hereof. 

NOW, THEREFORE, if the said principal shall well and truly in good sufficient and workmanlike manner, 

faithfully perform said Contract and Agreement, and shall and will in all respects duly and faithfully perform all and 

singular the covenant-conditions and agreements in and by said Contract agreed and covenanted by the said 

Principal, to be observed and performed and according to the true intent and meaning of said Contract, Plans and 

Specifications thereunder perform and complete the work required, and shall defend, indemnify and save 

harmless said Local Authority against all damages, claims, demands, expenses, and charges of every kind  
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(including claims of patent infringement) arising out of injury or damage to persons or property by reason of said 

Contract and the work thereunder required of said Principal or arising from any act, omission or neglect of said 

Principal, his agents, or employees with relation to said work and shall pay all costs, charges, rentals, and 

 expenses for labor, materials, supplies, and equipment, and deliver to the said Local Authority completed and 

ready for occu0ancy or operation and free from all liens, encumbrances, or claims for labor, materials or 

otherwise, during the original term of same, as well as during any period of extension of said Contract that may be 

granted on the part of the Local Authority; and shall promptly well and truly make payment to persons, firms, 

corporations, subcontractors, workmen, laborers, mechanics, furnishing materials for, or performing labor in 

prosecution of work provided in such Contract, all moneys to them owing by said Principal for subcontractor’s 

work, labor and materials, workmen’s compensation insurance, excise taxes or other lawful public charges, 

provided, furnished, or applicable to the construction of such improvements, provided in such Contract, for the said 

Local Authority and shall pay to the said Local Authority, all penalties provided for under the laws of this State for 

the violation of any provisions of law and/or of the provisions of said Contract, and shall pay all other expenses 

lawfully chargeable to the said Local Authority by reason of any default or neglect in the relation of said Contract 

and said work-then the obligation shall be and become null and void, otherwise to remain in full force and effect. 

No modifications, omissions, or additions in or to the terms of said Contract, in the Plans and 

Specifications, or in the manner and mode of payment, shall in any manner affect the obligation of the 

undersigned Surety in connection with the aforesaid Contract. 

The undersigned hereby does further consent and yield to the jurisdiction of the Civil District Court for the 

Parish of Orleans, in the State of Louisiana and does hereby formally waive any pleas of jurisdiction on account of 

the residence elsewhere of the undersigned Surety, as well as all pleas or discussions in regard to the Contractor, 

its Principal under this Bond. 

IN WITNESS WHEREOF, the above bonded parties have executed this Instrument under their several 

Seals, and these presents duly signed by their undersigned representative pursuant to the authority of their 

governing bodies;  

IN THE PRESENCE OF: 

ATTEST: By: 

Title: 

Date: 
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BUSINESS ADDRESS: 

(Corporate Surety) 

ATTEST: By:

Title:  Attorney-in-Fact 

Date:

BUSINESS ADDRESS: 

The rate of premium on this bond is $ per thousand. 

The total amount of premium is $ 
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Revised 8/17

VENDOR SETUP FORM

Company Name: _________________________________________________________________

Physical Address: ________________________________________________________________

City: ________________________________ State: ______________ Zip: _________

Owner/President: ____________________________________________________________________

Remit To Address: ________________________________________________________________

City: ________________________________ State: ______________ Zip: _________

Contact Name: _________________________ Authorized Signature: ___________________________

Contact Number: ___________________________ Contact Fax: _______________________________

Contact Email: ____________________________ Company Website: _______________________

Banking Information (Required for EFT Payment, if applicable):

Bank Name: _________________________Name on Bank Account: __________________________

Routing Number:

Account Number:

Type of Account: Checking Savings Corporate/Commercial

Required: Taxpayer Identification Number:  ________________________________________________ 

Type of Operation (Check all that apply):
__ Individual __ Corporation __ Manufacturer __ Partnership __ Distributor
__ Sole Proprietorship __ Retail Dealer __ Agent/Broker __ Limited Liability

PLEASE ATTACH ANY REVISED INFORMATION INCLUDING W9 AND/OR BANKING UPDATED
INFORMATION, AS REQUIRED.�����������������������������������������

Requisition #:_______________ or N/A ____ (Direct pay items do not require a requisition #)

Approvals:

Requestor/Department: _________________________________Date:____________________

Finance Approval: ______________________________________ Date: _______________ 1099? Y N

Procurement Approval: __________________________________ Date: ___________________

Date Entered: __________________ Entered By: ______________________________________

Attachment M
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* Attach Documentation (If Provided)

Select All Applicable Products/Service in Each Category:

Voice Services & Products:
Call Accounting
Calling Cards
Local Services
Voice Bridging
VoIP Solutions
Call Center
Telephone Equipment
Long Distance Services
Voice Systems
Wireless/Cellular
Other: ___________________
Other: ___________________

Network/Internet Services & Products:
Converged Network Provider
Internet Access
Virtual Learning
Custom Network/Internet Solutions
Network Equipment
Wireless LAN/MAN/WAN
Other: ___________________
Other: ___________________

Video Services & Products:
Audio/Visual Equipment
Interactive Video & Multimedia Equipment
Video Bridging
Integration Services
Network Access
Other: ___________________
Other: ___________________

e Learning Solutions:
Course/Learning Management Application
Training/Certification
Course Content Provider
Hosting � ASP Services
Other: ___________________
Other: ___________________

Computer Services & Products:
Application Software (Microsoft, Adobe,

Lotus, etc.)
E mail Applications
Network Devices
SAN, Enterprise, Etc.
Web & Application Hosting/IT Services
Computers, Servers & Add On Components
Internet Content Filtering Applications &

Devices
Peripheral Equipment
Storage Systems
Other: ___________________
Other: ___________________

Additional Services & Products:
Auditors
Electrical Generators & Power Suppression

Equip
Office Furniture
Consulting
Library Supplies, Equipment & Furniture
Office Supplies & Equipment
Other: _____________________
Other: _____________________
Other: _____________________

Circle all that Apply: (DBE) (WBE) (MBE) (Section 3) (Small Business)

Required: (Attach a copy of your certification for all items circled above)

Check one: __ African American __ Hispanic__ Native American __ Asian___ Caucasian ___Other



Revised 8/17

Definitions:

Disadvantage Business Enterprise (DBE) � A business enterprise that is 51% or more owned, controlled,
and actively operated by one or more persons who are classified as members of a racial minority group,
such as African American, Hispanic American, Asian Pacific American, Asian Indian American, Native
American, Aleuts or Hasidic Jewish Americans.

Woman Business Enterprise (WBE) A business enterprise that is 51% or more owned, controlled, and
actively operated by one or more women.

Section 3 Business A business that meets one of the following:

1. 51% or more owned and controlled by a resident of any HANO Housing site or whose full time
permanent workforce includes 30% of HANO residents of any housing site;

2. Hud Youthbuild Program in Orleans Parish;
3. Business concerns that are 51% or more owned and controlled by HANO residents or are low

or very low income Orleans Parish Residents or whose full time permanent workforce
includes 30% of HANO residents or low/very low income Orleans Parish residents;

4. Business that subcontracts in excess of 25% of the total amount of subcontracts to business
concerns identified in the preferences above.

Small Business Enterprise (SBE) � A business concern, including its affiliates, that is independently owned
and operated and is not dominant in the field of operation for which it is bidding and qualifies as a small
business under the criteria and size standards in 13 CFR Part 121 (see FAR 19.102).



Revised 8/17

DECLARATION BY VENDOR

I confirm that:

i) Neither I nor any employee of ______________________________ is in any way connected to the
Housing Authority of New Orleans or its employees or an immediate family member of any
Housing Authority of New Orleans employee.

ii) For each relationship, I will include a brief statement describing the relationship.

iii) The information furnished is correct to the best of my knowledge and belief.

___________________________________
Printed Name of Authorized Signatory

___________________________________
Signature
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HOUSING AUTHORITY OF NEW ORLEANS
PROCUREMENT AND CONTRACTS DEPARTMENT

INVITATION FOR BIDS #2 -91 -12

This form must be submitted with each bid or proposal.  Each business of a joint venture must 
submit this form.  Com
applicable to your business.

BUSINESS NAME:

AVG. ANNUAL SALES (LAST 
3 YEARS):

CURRENT NET WORTH: DATE BUSINESS STARTED:

PARENT COMPANY (IF AFFILIATE): PREVIOUS BUSINESS NAME:

OFFICERS, OWNERS, OR PARTNERS
NAME OFFICIAL CAPACITY

PERSONS AUTHORIZED TO SIGN OFFERS AND CONTRACTS IN COMPANY NAME
NAME OFFICIAL CAPACITY

BANK REFERENCE
BANK NAME: ADDRESS:

CONTACT PERSON: TELEPHONE NO.:

Attachment P



S QUALITY ASSURANCE
YES  NO

A. Has the Bidder has successfully completed three similar projects within the past five years?

B. Over the past five years, has the Bidder completed all of their projects within the contract time
frame and budget?

C. Over the past five years, has the Bidder ever been Terminated for Default by any public entity?

D. Over the past five years, has the Bidder ever been issued a finding of non-compliance by HANO
relative to DBE, WBE and Section 3 Employment and Contracting?

E. Over the past five years, has the Bidder ever been issued a finding of non-compliance relative to
Davis Bacon Wage Requirements?

BUSINESS REFERENCES (Provide three existing or completed work activities by your 
business which are similar to or support your ability to successfully complete the scope of 
work.)  Please attach additional pages if additional space is needed.
AGENCY/COMPANY NAME: ACTIVITY: DOLLAR AMOUNT:

DATE COMPLETED: CONTACT PERSON: TELEPHONE NO.:

AGENCY/COMPANY NAME: ACTIVITY: DOLLAR AMOUNT:

DATE COMPLETED: CONTACT PERSON: TELEPHONE NO.:

AGENCY/COMPANY NAME: ACTIVITY: DOLLAR AMOUNT:

DATE COMPLETED: CONTACT PERSON: TELEPHONE
NO:

The undersigned covenants and agrees to provide the Housing Authority of New Orleans 

undersigned further agrees to permit examination of books, records, and files by 
authorized representatives of the Housing Authority of New Orleans or the U.S. 
Department of Housing and Urban Development.  Any material misrepresentation may be 
grounds for terminating any contract which may be awarded and for initiating action under 
federal or state laws concerning false statements.
SIGNATURE OF PRINCIPAL: PRINTED NAME OF PRINCIPAL: DATE SIGNED:



LOUISIANA UNIFORM PUBLIC WORK BID FORM 

TO: HOUSING AUTHORITY OF NEW ORLEANS  
PROCUREMENT AND CONTRACTS DEPT.  4100 
TOURO STREET, NEW ORLEANS, LA 70122 

(Owner to provide name and address of owner) 

BID FOR: REMOVAL AND REPLACEMENT OF TUBS 
AT GUSTE III- IFB-24-912-12.         

___________________________________________ 
   (Owner to provide name of project and other identifying information)

The undersigned bidder hereby declares and represents that she/he: a) has carefully examined and understands the Bidding 
Documents, b) has not received, relied on, or based his bid on any verbal instructions contrary to the Bidding Documents or any 
addenda, c) has personally inspected and is familiar with the project site, and hereby proposes to provide all labor, materials, tools, 
appliances and facilities as required to perform, in a workmanlike manner, all work and services for the construction and completion 
of the referenced project, all in strict accordance with the Bidding Documents prepared by:  

  and dated: 
(Owner to provide name of entity preparing bidding documents.) 

Bidders must acknowledge all addenda.  The Bidder acknowledges receipt of the following ADDENDA:  (Enter the number the 

Designer has assigned to each of the addenda that the Bidder is acknowledging)  __________________________________________ . 

TOTAL BASE BID:  For all work required by the Bidding Documents (including any and all unit prices designated “Base Bid” 
* but not alternates) the sum of:

Dollars    ($ ) 

ALTERNATES:  For any and all work required by the Bidding Documents for Alternates including any and all unit prices 
designated as alternates in the unit price description.  

Alternate No. 1 (Owner to provide description of alternate and state whether add or deduct) for the lump sum of: 

Dollars  ($ ) 

Alternate No. 2 (Owner to provide description of alternate and state whether add or deduct) for the lump sum of: 

Dollars  ($ ) 

Alternate No. 3 (Owner to provide description of alternate and state whether add or deduct) for the lump sum of: 

Dollars  ($ ) 

NAME OF BIDDER: 

ADDRESS OF BIDDER: 

LOUISIANA CONTRACTOR’S LICENSE NUMBER: 

NAME OF AUTHORIZED SIGNATORY OF BIDDER: 

TITLE OF AUTHORIZED SIGNATORY OF BIDDER: 

SIGNATURE OF AUTHORIZED SIGNATORY OF BIDDER **: 

DATE:   _______________________ 

THE FOLLOWING ITEMS ARE TO BE INCLUDED WITH THE SUBMISSION OF THIS LOUISIANA 
UNIFORM PUBLIC WORK BID FORM: 

* The Unit Price Form shall be used if the contract includes unit prices.  Otherwise it is not required and need not be included
with the form.  The number of unit prices that may be included is not limited and additional sheets may be included if needed.

** A CORPORATE RESOLUTION OR WRITTEN EVIDENCE of the authority of the person signing the bid for the public 
work as prescribed by LA R.S. 38:2212(B)(5). 
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BID SECURITY in the form of a bid bond, certified check or cashier’s check as prescribed by LA R.S. 38:2218(A) attached to and 
made a part of this bid.   
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